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PREFACE ‘},
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t

Between 1945 and 1962, the U.S. Government, through the

Manhattan Engineer District and its successor agency, the Atomic

. AR D
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i Energy Commission (AEC), conducted 235 atmospheric nuclear

g weapons tests at sites in the United States and in the Atlantic
and Pacific Oceans. In all, an estimated 220,000 Department of
Defense (DOD) participants, both military and civilian, were
present at the tests. Of these, approximately 90,000 partici-

pated in the atmospheric nuclear weapons tests conducted at the
Nevada Proving Ground (NPG),* northwest of Las Vegas, Nevada. ‘{

In 1977, 15 years after the last above-ground weapons test,
the Center for Disease Control+ noted a possible leukemia cluster
among a small group of soldiers at Shot SMOKY, one test of ;i
Operation PLUMBBOB, the series of atmospheric nuclear weapons r
tests conducted in 1957. Since that initial report by the Center
for Disease CTontrol, the Veterans Administration has received a

number of claims for medical benefits from former military
personnel who believe their health may have been affected by
their participation in the weapons testing program.

In late 1977, the DOD began a study to provide data to both
the Center for Disease Control and the Veterans Administration on
potential exposures to ionizing radiation among the military and
civilian participants in atmospheric nucleai weapons testing.

The DOD organized an effort to:

e Identify DOD personnel who had taken part in the
atmospheric nuclear weapons tests

*Renamed the Nevada Test Site in 1955,

+The Center for Disease Control is an agency of the U.S.
Department of Health and Human Services (formerly the U.S.
Department of Health, Education, and Welfare).
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® Determine the extent of the participants' exposure to
ionizing radiation

® Provide public disclosure of information concerning par-
ticipation by DOD personnel in the atmospheric nuclear
weapons tests.

METHODS AND SOURCES USED TO PREPARE THIS VOLUME

This report on the first four nuclear tests of Operation
TUMBLER-SNAPPER is based on the military and technical documents
associated with these atmospheric nuclear weapons tests. Many of
the documents pertaining specifically to DOD involvement in these
events were found in the Defense Nuclear Agency Technical
Library, the Office of Air Force History, and the Modern Military
Branch of the National Archives.

In most cases, the surviving historical documentation
addresses test specifications and technical information rather
than the personnel data critical to the study undertaken by the
Department of Defense. Moreover, these documents sometimes
reveal inconsistencies in vital facts. Efforts have been made to
resolve these inconsistencies where possible or to bring them to
the attention of the reader.

In addition to these inconsistencies, documents from the
Armed Forces Special Weapons Project (AFSWP) do not always refer
to project titles and agencies in the same way. To make this
information as uniform as possible, this report uses weapons test
report titles for each project. Information concerning the dates
and yields of the detonations is taken from the Department of
Energy, Announced United States Nuclear Tests, July 1945 through
1979 (NVO-209). Other facts, such as meteorological conditions

and dimensions of the clouds formed by the detonations, are taken
from DNA 1251-1, Compilation of Local Fallout Data from Test
Detonations 1945-1962, Volume 1, unless more specific information

is available elsewhere.
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For several of the Exercise Desert Rock and test organi-
zation projects discussed in this volume, the only documents
available are the Sixth Army Desert Rock operation orders and the
Test Director's schedule of events from "Operation Order 1-52."
These sources detail the plans developed by DOD and AEC personnel
during Operation TUMBLER-SNAPPER, but it is not known if all the
projects addressed in the planning documents were conducted
exactly as planned. Although some of the after-action documents
summarize the projects performed during Operation TUMBLER-
SNAPPER, they do not always supply shot-specific information. In
the absence of shot-specific after-action reports, this volume

,k‘ describes projects according to the plans. The references
indicate whether the description of activities is based on the
schedule of events, operation orders, or after-action reports.

ORGANIZATION AND CONTENT OF OPERATION TUMBLER-SNAPPER REPORTS

This volume details participation by DOD personnel in the
first four events of Operation TUMBLER-SNAPPER. Two other publi-
cations address DOD activities during this test series:

® Series volume: Operation TUMBLER-SNAPPER, 1952

® Multi-shot volume: Shots EASY, FOX, GEORGE, and
HOW, the Final Tests of the
TUMBLER-SNAPPER Series.

The Operation TUMBLER-SNAPPER volumes are designed for use
with one another. The series volume provides general information
on topics such as the historical context of the TUMBLER-SNAPPER
R test program, its overall objectives, and the layout of the
Nevada Proving Ground. In addition, the series volume contains a
bibliography of works consulted in the preparation of all three
Operation TUMBLER-SNAPPER reports. The multi-shot volumes, on

the other hand, describe several nuclear events and list only the
sources referenced in the text. Descriptions of activities
o concerning any particular shot in the series may be supplemented
f; by the general organizational and radiological safety information

in the Operation TUMBLER-SNAPPER volume.
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- The first chapter of this volume describes the physical

setting and general characteristics of Shots ABLE, BAKER,
CHARLIE, and DOG and briefly introduces the Desert Rock exercises
‘ and the scientific activities in which DOD personnel partici-
pated. The remaining four chapters address each of the four
shots in turn. Each of these chapters describes the setting and
characteristics of one detonation and details DOD participation
! in the scientific projects conducted by the test groups. The
chapters describing CHARLIE and DOG also discuss the training
activities associated with Exercise Desert Rock IV. The chapters
conclude by discussing the radiological protection procedures
used to minimize the potential for exposures to ionizing radia-
tion. Details of the overall radiological protection program at
Operation TUMBLER-SNAPPER gye prgvided in the series volume.

The information in this report is supplemented by the
Reference Manual: Background Materials for the CONUS Volumes,

which summarizes information on radiation physics, radiation
health concepts, exposure criteria, and measurement techniques.

It also lists acronyms and provides a glossary of terms used in

the DOD reports addressing test events in the continental United
States.
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) LIST OF ABBREVIATIONS AND ACRONYMS

o The following abbreviations and acronyms are used in this
1! volume:

AEC Atomic Energy Commission

o AFB Air Force Base
P AFSWC Air Force Special Weapons Center
E! AFSWP Armed Forces Special Weapons Project

, BJY BUSTER-JANGLE Y

L DOD Department of Defense

- EG&G Edgerton, Germeshausen, and Grier, Inc.
" HumRRO Human Resources Research Office

- IBDA Indirect Bomb Damage Assessment

i' LASL Los Alamos Scientific Laboratory

% NPG Nevada Proving Ground

- ORO Operations Research Office

. R/h Roentgens per hour

& SAC Strategic Air Command

e UCLA University of California at Los Angeles
Li UTM Universal Transverse Mercator
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CHAPTER 1 8
i
INTRODUCTION ﬁ
.
R
2
.
Shots ABLE, BAKER, CHARLIE, and DOG were tests of nuclear -
devices conducted from 1 April to 1 May 1952 at the Nevada .

Proving Ground, the continental test site northwest of Las Vegas.

The shots were the first four detonations of Operation TUMBLER-

SNAPPER, the atmospheric nuclear weapons series conducted from
1 April to 5 June 1952, Shots ABLE, BAKER, CHARLIE, and DOG
were airdrops. Shot ABLE detonated over Frenchman Flat in Area
5. BAKER, CHARLIE, and DOG detonated over Area 7 of Yucca Flat

with nearly the same ground zero.

The Los Alamos Scientific Laboratory (LASL), an Atomic
Energy Commission nuclear weapons development laboratory,
designed and built these four nuclear devices. ABLE and BAKER,
part of the TUMBLER phase of Operation TUMBLER-SNAPPER, were
weapons effects tests. They were detonated to study the blast
pressures produced by an airdropped device. The peak blast over-
pressures for the airdrops of Operation BUSTER-JANGLE, the series
preceding TUMBLER-SNAPPER, were significantly lower than had been
predicted. TUMBLER was designed to investigate the reasons for
the differences between predicted and actual measurements. To
study the effect of surface on blast overpressure, Shot ABLE was
detonated over Frenchman Flat and BAKER over Yucca Flat (10;‘98;
105).*

*All sources cited in the text are listed alphabetically and
numbered in tLhe Reference List, at the end of this volume. The
number given in the citation in the text is the number of the
source document in the Reference List.
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Because CHARLIE and DOG were weapons effects and weapons
development studies, they were part of both the TUMBLER and
SNAPPER phases of Operation TUMBLER-SNAPPER. As weapons develop-
ment shots, CHARLIE and DOG tested weapons for the nuclear stock-
pile and techniques to be used in the Pacific during Operation
IVY, scheduled for the fall of 1952 (94; 98; 105).

Table 1-1 summarizes information on the first four TUMBLER-
SNAPPER events, including such information as the UTM* coor-
dinates for the points of detonation and the heights of burst.
Figure 1-1 displays a 1952 map of the positions of each TUMBLER-
SNAPPER test within the Nevada ®roving Ground (62).

1.1 DEPARTMENT OF DEFENSE PARTICIPATION AT THE FIRST FOUR

TUMBLER-SNAPPER EVENTS

The joint AEC-DOD organization was established to plan,
coordinate, and conduct atmospheric nuclear weapons tests during
Operation TUMBLER-SNAPPER. Composed of personnel from the Atomic
Energy Commission and the Department of Defense, the joint
AEC-DOD organization also included representatives of various
weapons development laboratories, AFSWP Test Command, and the Air
Force Special Weapons Center (AFSWC). The many scientific and
military projects conducted at the first four TUMBLER-SNAPPER
events were fielded by two test groups and coordinated by the
joint AEC-DOD organization. Other activities were conducted as
part of the military training programs associated with Exercise
Desert Rock IV. These activities, planned and conducted by the
armed services, were reviewed and approved by the Test Manager to
ensure coordination with the AEC and the test groups.

*Universal Transverse Mercator (UTM) coordinates are used in this

report. The first three digits refer to a point on an east-west
axis, and the second three refer to a point on a north-south
axis. The point so designated is the southwest corner of an

area 100 meters square,

12

.
i

P S U T SPPu .



-
| - W
b [ -l
e
L = 2 $ 2
o Shot < o o o
= Sponsor DOD-LASL | DOD-LASL | DOD-LASL | DOD-LASL
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Type of Detonation Airdrop Airdrop Airdrop: Airdrop
- Height of Burst 793 1,109 3,447 1,040
- (Feet above Terrain)
& Yield (kilotons) 1 1 3 19
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- * Pacific Standard Time
v
b
LZ -
;
o
13

Table 1-1: SUMMARY OF THE FIRST FOUR OPERATION
TUMBLER-SNAPPER EVENTS, 1952
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Figure 1-1: LOCATION OF SHOTS ABLE, BAKER, CHARLIE, AND DOG AT '
THE NEVADA PROVING GROUND IN RELATION TO OTHER -
SHOTS IN THE TUMBLER-SNAPPER SERIES :
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Department of Defense participation at Shots ABLE through
DOG was of four types:

® Administrative and support services for the joint
AEC-DOD organization

® Test group scientific and diagnostic activities,
especially those of AFSWP

® Exercise Desert Rock IV military maneuvers and
support

® Air support.

Although the AEC was responsible for planning, coordinating,
and executing the programs and activities associated with Opera-
tion TUMBLER-SNAPPER, DOD personnel assisted the AEC Test Manager
in these duties. The DOD personnel attached to the joint AEC-DOD
organization were responsible for overseeing DOD's technical and

military planning objectives.

DOD personnel also participated in the scientific and
diagnostic projects of two test groups: the Military Effects
Test Group, directed by Test Command, AFSWP, and the Weapons
Development Test Group with scientists from LASL, from Edgerton,
Germeshausen, and Grier, Inc. (EG&G), from the Naval Research
Laboratory, and from the Sandia Corporation. The Military
Effects Test Group involved more DOD participants than the other
test group. Drawn from various DOD civilian and military
laboratories, these participants conducted experiments to study
weapons effects. Although activities of the AEC Weapons
Development Test Group were conducted primarily by scientists
from the Los Alamos Scientific Laboratory, some DOD personnel
were assigned to LASL and participated in its projects.

Participants in test group projects generally placed
instruments and experimental material around the intended ground

zero in the days and weeks before the scheduled detonation.
After the detonation, when the Test Manager had determined that
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the radiological environment in the shot area would permit
access, they returned to recover the equipment. During a

detonation, projéct personnel were generally positioned at
designated observer locations or were operating equipment or
aircraft at substantial distances from ground zero.

Military training manuevers involving DOD personnel were
conducted through the Exercise Desert Rock IV programs at Shots
CHARLIE and DOG. The Desert Rock IV programs usually involved
more DOD participants than did the test group projects. Desert
Rock activities generally included orientation and indoctrination
programs, highlighted by the observation of a nuclear burst. At
Shots CHARLIE and DOG, Exercise Desert Rock IV also included
tactical troop maneuvers after the detonations.

Approximately 1,500 soldiers from various Army units
provided support for the Exercise Desert Rock programs. They
maintained and operated Camp Desert Rock, an installation of the
Sixth Army. These soldiers provided essential support services,
such as food and housing. In addition, some of the Desert Rock
support troops worked in the forward areas of the NPG to perform
radiological safety monitoring, construct observer trenches, lay
communication lines, provide transportation, and assist with
other preparations for Desert Rock IV activities. Many of the
Camp Desert Rock support personnel observed at least one
detonation during the TUMBLER-SNAPPER series, and some were
called upon to perform support or staff duties in the test areas
during nuclear detonations.

Finally, DOD personnel of the Air Force Special Weapons
Center provided air support for the Test Manager and the test
groups. AFSWC conducted cloud sampling, sample courier missions,
cloud tracking, aerial surveys of the terrain, and other air
support as requested. AFSWC consisted of two units from Kirtland
AFB: the 4925th Test Group (Atomic) and the 4901lst Support Wing
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(Atomic). These units used Indian Springs AFB, 30 kilometers*
east of Camp Mercury, as a staging area during Operation
TUMBLER-SNAPPER,

1.2 DEPARTMENT OF DEFENSE INVOLVEMENT IN JOINT AEC-DOD

ORGANIZATION ACTIVITIES AT THE FIRST FOUR TUMBLER-

SNAPPER EVENTS

The Military Effects Test Group and the Weapons Development
Test Group conducted scientific and diagnostic projects at Shots
ABLE, BAKER, CHARLIE, and DOG. Information on the numbers of
participants in the test group projects and the times of their
activities has been obtained from the Test Director's "Operation
Order 1-52" (95). This document gives plans developed by DOD and
AEC personnel before each TUMBLER-SNAPPER shot, but it does not
describe the projects as actually conducted. In many instances,
little or no documentation has been found to confirm whether the
recovery times and numbers of personnel mentioned in project
plans were the times and numbers used in the actual tests. The
description of test group activities in the following chapters
assumes that projects were performed to specifications given in

"Operation Order 1-52."

Department of Defense participants followed radiation
protection procedures established by the joint AEC-DOD organi-
zation. These procedures, described in the TUMBLER-SNAPPER
Series volume, were designed to minimize exposure to ionizing
radiation. Documents differ as to the exposure limit for test
group participants. The rﬁdiological safety report indicates
that 3.9 roentgens was the limit (65), but other planning and
after-action reports give the 1imit as 2.0 roentgens. AFSWC
sampling pilots, however, were authorized to receive up to 3.9
roentgens during the series (57). To implement these criteria,

*Throughout this report, surface distances are given in metric
units. The metric conversion factors include: 1 meter = 3.28
feet; 1 meter = 1.09 yards; 1 kilometer = 0.62 miles.
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the AFSWP Radiological Safety Group controlled access to radio-

active areas, and radiological safety monitors accompanied

project personnel recovering test instruments from radioactive

G areas. The monitors, who continuously checked radiation
intensities in the recovery area, kept the participants informed
of the radiological environment. To monitor cumulative

- exposures, project personnel were issued film badges. These film

!! badges were collected, developed, and evaluated at regular inter-
vals, and any individual whose cumulative exposure approached or

. exceeded the established limits was barred from further partici-

pation in project activities in the forward area. Personnel

i. decontamination procedures were implemented, and emergency evacu-
t ation plans were prepared for all test events.

Complete decontamination, including showers and issues of

ci clean clothing, was required of Air Force sampling personnel
following each project mission, regardless of the exposure
received on the flight. Other aircrew members underwent

decontamination as necessary. Aircraft were either decontam- ;

inated by washing or were isolated until radiation intensities 1
decayed to permissible levels, g

[
1.3 EXERCISE DESERT ROCK IV ACTIVITIES AT THE FIRST FOUR 1
TUMBLER-SNAPPER EVENTS .

Exercise Desert Rock IV was part of the Armed Forces' ,ﬁ
continuing program to train personnel in the use and effects of ;
nuclear weapons and to test battlefield doctrine and tactics —
during the continental nuclear weapons tests. There were no ‘
official Desert Rock activities at Shots ABLE and BAKER. During
Shots CHARLIE and DOG, however, approximately 4,510 DOD personnel
took part in two Desert Rock IV programs:

e The troop observer program, in which troops

witnessed a nuclear detonation, involved an
estimated 885 DOD personnel.

e The tactical troop maneuvers, which engaged troops -

after they had observed the detonations, involved an
estimated 3,625 DOD participants.

18
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In addition, about 1,500 Camp Desert Rock support troops
provided communications, transportation, traffic control, and
radiological safety monitoring for Desert Rock activities at
Shots CHARLIE and DOG. Chemical, Biological, and Radiological
monitors from units throughout the Sixth Army and additional
monitors from participating Desert Rock units provided radio-
logical safety monitoring for Exercise Desert Rock IV partici-
pants in the test area following the CHARLIE and DOG detonations.
The AFSWP Radiological Safety Group provided technical advice to
Desert Rock monitors, loaned radiac instruments and dosimeters,
furnished and processed film badges for Desert Rock participants,
and accompanied Desert Rock monitors on their initial surveys
after Shots CHARLIE and DOG. This group was composed of soldiers
from the 216th Chemical Service Company, the 17th Chemical
Technical Intelligence Detachment, and officers and enlisted men
from AFSWP, the Air Force, and the Navy (65; 75).

Camp Desert Rock personnel and exercise participants were
limited to 3.0 roentgens of exposure during Exercise Desert Rock
IV. The radiation protection procedures of Exercise Desert Rock

IV included provisions for:

® Maintaining minimum safe distances from nuclear
detonations

e Controlling access to radiation areas

® Issuing film badges to Desert Rock personnel

e Monitoring individuals working in radiation areas
® Monitoring the cumulative doses of personnel

® Decontaminating personnel and equipment

e Establishing emergency evacuation plans similar to
those formulated by the test groups and AFSWC.

These procedures were intended to minimize exposure while
allowing Desert Rock personnel to accomplish their missions
(8; 75).
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AEC Objectives:

Weather:

Radiation Data:

Participants:

SHOT ABLE SYNOPSIS

AEC TEST SERIES: TUMBLER-SNAPPER

DOD EXERCISE: None
DATE/TIME: 1 April 1952, 0900 hours
YIELD: 1 kiloton

HEIGHT OF BURST: 793 feet (airdrop)

1) To determine the effects of terrain on
airblast pressure

2) To check the validity of air blast gauges
used at Operation BUSTER-JANGLE.

At shot-time, the surface winds were from the
northeast at six knots. Winds were ten knots
from the south-southwest at 10,000 feet and
37 knots from the west at 20,000 feet. The
temperature was 14°C, the relative humidity
was 28 percent, and the pressure was

914 millibars.

Onsite radioactivity was characterized by

a small area of radiation around ground zero.
About six hours after the shot, the 0.01 R/h
radiation intensity line was at a radius of
about 600 meters from ground zero.

Los Alamos Scientific Laboratory; Armed Forces
Special Weapons Project; Atomic Energy
Commission; Air Force Special Weapons Center;
contractors.
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CHAPTER 2

SHOT ABLE

!; Shot ABLE, primarily a weapons effects test, was conducted
- as scheduled at 0900 hours Pacific Standard Time on 1 April 1952,
F Developed by the Los Alamos Scientific Laboratory, the nuclear

) device was dropped from a B-50 aircraft flying over Frenchman
Flat,* UTM coordinates 945729, at an altitude of 22,135 feet.

The ABLE device, which was fired at a height of 793 feet, had a
@! yield of one kiloton. The top of the Shot ABLE cloud reached an
53 altitude of 16,200 feet, where the winds were from the west at

;g about 20 knots, and moved east from the point of detonation (3;
39; 52; 57; 62).

Before the test, AEC and DOD personnel conducted two
practice missions at the NPG. The first rehearsal, staged by the
Air Force on 28 March, did not include an airdrop of any explo-

sive device. The second rehearsal, conducted by the AEC and the
Air Force Special Weapons Center on 30 March, involved the
aifdrop of a conventional high-explosive charge (3; 52; 57).

2.1 EXERCISE DESERT ROCK IV OPERATIONS AT SHOT ABLE

Shot ABLE was originally intended to be an indoctrination
shot for many Desert Rock staff and camp personnel. However, the
Test Director reduced the observer group to 15 members of the
Desert Rock Exercise Director's staff (23).

*Frenchman Flat is approximately 3,000 feet above mean sea level. ,
In this report, altitudes are usually measured in feet above W
mean sea level, and heights in feet above ground level. 4
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2.2 DEPARTMENT OF DEFENSE PARTICIPATION IN SCIENTIFIC AND
SUPPORT ACTIVITIES AT SHOT ABLE
Department of Defense personnel took part in scientific and
diagnostic projects of the Military Effects Test Group and the
Weapons Development Test Group. Table 2-1 lists the test group
projects and identifies the participating agencies. In addition
to participating in test group experiments, AFSWC provided air

support to the test groups and to the Test Manager.

2.2.1 Military Effects Test Group Projects

Because Shot ABLE was detonated primarily to document blast
pressures produced by an airdropped nuclear device, many of the
Military Effects Test Group projects conducted at the shot were
part of Program 1, Blast Measurements. To document the blast
overpressure produced, project personnel spent several weeks
before the detonation placing and calibrating pressure gauges

(10; 13-15; 105)., These activities were completed the day before
the detonation.

The following project descriptions often discuss recovery
operations as occurring after the announcement of recovery hour.
The actual time of recovery hour is not known, although it
probably was declared about an hour after the shot.

Project 1.2, Air Pressure versus Time, was conducted by the
Stanford Research Institute to collect data on the airblast
produced b, an airdropped nuclear device. Before the detonation,
project personnel placed blast gauges at 11 stations located
between ground zero and 920 meters west of ground zero. One hour
after the area was opened for recovery operations, a party of
three collected data from blast gauges as close as 460 meters

from ground zero. Ten project personnel, accompanied by
monitors, recovered the more distant gauges for use at Shot
BAKER. At 0930 hours on the day after the detonation, about ten
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Table 2-1: TEST GROUP ACTIVITIES WITH DEPARTMENT OF DEFENSE

PARTICIPATION, SHOT ABLE

Project/
Program Title Participants
Military Effects Test Group
1.2 Air Pressure versus Time Stanford Research Institute
1.3 and Free-air and Ground-level Pressure Measurements Naval Qrdnance Laboratory
15
14 Air Blast Measurements Ballistic Research Laboratories
1.6 Ground Acceleration Measurements Ballistic Research Laboratories
1.7 Earth Acceleration versus Time Stanford Research Institute
1.9 Pre-shock Dust Army Chemical Center
21 Total Gamma Exposure versus Distance Signal Corps Engineering Laboratories
31 Vulnerability of Parked Aircraft to Atomic Bombs Wiright Air Development Center; Los Alamos
Scientific Laboratory; Naval Radiological
Defense Laboratory
6.1 Evaluation of Military Radiac Equipment Bureau of Ships; Signal Corps
Engineering Laboratories
6.4 Operational Tests of Radar and Photographic Wright Air Development Center;
Techniques for IBDA Strategic Air Command
7.2 Detection of Airborne Low-frequency Sound from Headquarters, Air Force; Signal “orps
Atomic Explosions Engineering Laboratories; Nat-mé: ‘iureau
of Standards
7.3 Radiochemical and Physical Analysis of Atomic Headquarters, Air Force
Bomb Debris
8.2 Air Temperatures in the Vicinity of a Nuclear Naval Radiolc gical Defense Laboratory
Detonation
83 Thermal Radiation from a Nuclear Detonation Naval Radiological Defense Laboratory
8.6 Sound Velocity Changes near the Ground in Naval Electronics Laboratory
the Vicinity of an Atomic Explosion
91 Technical and Training Photography Naval Medical Research Institute;
Air Force Lookout Mountain Laboratory;
Wright Air Development Center;
4925th Test Group (Atomic); SAC 5th and
28th Reconnaissance Technical Squadrons;
Signal Corps Engineering Laboratories; Army
Pictorial Service Division
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Table 2-1: TEST GROUP ACTIVITIES WITH DEPARTMENT OF DEFENSE
PARTICIPATION, SHOT ABLE (Continued)

! Project/
3 Program Title Participants
Military Etfects Test Group {Continued)

9.2 Air Weather Service Participation Air Weather Service

9.4 Effects of Atomic Explosions on the lonosphere Signal Corps Engineering Laboratories;
9471st Technical Service Unit

Weapons Development Test Group

121 Technical Photography EGE&G

12.1c Bhangmeter Mod i EG&G

13 Radiochemistry Sampling Program 4925th Test Group (Atomic)

171 Integral Neutron Measurements Los Alamos Scientific Laboratory

18.1 Total Thermal Radiation and Atmospheric Naval Research Laboratory

Transmission

18.4 High-resolution Spectroscopy Naval Research Laboratory

19.1a Air Shock Pressure — Time versus Distance Sandia Corporation; Los Alamos Scientific
Laboratory; Armed Forces Special Weapons
Project; Stanford Research Institute; Naval
Ordnance Laboratory; Ballistic Research
Laboratories

19.1¢cd Shock-gauge Evaluations Tests Sandia Laboratory; Los Alamos Scientific
Laboratory

19.2a-b Blast-wave Material Velocity Measurements Los Alamos Scientific Laboratory; EG&G D

19.2d Interferometer-gauge Pressure-time Measurements Los Alamos Scientific Laboratory

19.2¢ Measurement of Preshock Sound Velocity Los Alamos Scientific Laboratory
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project personnel in three vehicles collected the remaining blast

gauges up to the ground zero location (95; 102).

Projects 1.3 and 1.5, Free-air and Ground-level Pressure
Measurements, were conducted as one project by the Naval Ordnance
Laboratory. The objective was to measure pressures produced by a
nuclear detonation at ground level and in free air (20).

Project 1.3 personnel installed gauges flush with the
surface around ground zero to measure air pressure at ground
level. The results were transmitted to a recording trailer
located 1,530 meters from ground zero. At the announcement of
recovery hour, two Project 1.3 personnel began retrieving
pressure records from the trailer. They spent about 30 minutes
in the shot area. Three hours after the declaration of recovery
hour, two project personnel were scheduled to inspect and
retrieve the gauges. Their closest approach to ground zero was
to be either 460 meters or the 0.1 R/h line, whichever they
reached first. At 0930 hours on the day after the detonation,
two project personnel and a radiological safety monitor collected

blast gauges from all other locations up to ground zero (20; 95).

Project 1.5 participants measured pressures in free air by
photographing smoke rocket trails. At 1630 hours on the day
before the detonation, six Project 1.5 personnel prepared rocket
launchers 150 to 920 meters north of ground zero. Seconds before
the shot, the smoke rockets were launched remotely, and imme-
diately after the detonation their trails were photographed. At
0900 hours on the day following the detonation, six participants
checked the rocket launchers (20; 95).

Project 1.4, Air Blast Measurements, was conducted by the
Ballistic Research Laboratories. The objective was to determine
the shape of the pressure pulse and peak pressure of the shock
wave generated near the ground from a nuclear device detonated
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high in the air. Before the detonation, personnel installed
instruments on 10- and 50-foot towers, located 20, 150, and 920
meters from ground zero, and then left the area. Three hours
after recovery hour, three project personnel began retrieving
data from the stations for laboratory analysis. They spent about
20 minutes in recovery operations (21; 95).

Project 1.6, Ground Acceleration Measurements, was conducted
by the Ballistic Research Laboratories. Project personnel mea-
sured ground shock with accelerometers positioned before the
detonation at stations 60, 180, 330, 480, 630, and 940 meters
from ground zero. At 1630 hours on the day before the shot,
three project participants went to the stations to make a last-
minute check of the instruments. Three hours after recovery
hour, four project participants drove by truck into the shot area
and spent two hours and 30 minutes retrieving the more distant
accelerometers. At 0930 hours on the day after the detonation,
four project personnel began recovering the accelerometers from
the stations closest to ground zero (60; 95).

Project 1.7, Earth Acceleration versus Time, was conducted
by the Stanford Research Institute to measure the proportion of
blast energy absorbed from the air by the earth. Before the
shot, project personnel instrumented 11 stations with acceler-
ometers. The stations were at the same locations as those used
for Project 1.2 and were positioned up to 920 meters west of
ground zero (103). Figure 2-1 shows project personnel installing
accelerometers.

One hour after the area was opened for recovery operations,
a party of three collected the data. Meanwhile, ten project
personnel, accompanied by monitors and assisted by Project 1.2
personnel, retrieved some of the accelerometers for use at BAKER.
At 0930 hours on the day after the detonation, about ten project
personnel in three vehicles collected the remaining accelero-
meters up to ground zero (95; 103).
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Figure 2-1: PROJECT 1.7 PERSONNEL INSTALL ACCELEROMETERS
ALONG THE BLAST LINE

27

e R

PR

1
e g




b LA A e e A

L

RS Y o i )
.. Se

W arpw Ty e W bl

Project 1.9, Pre-shock Dust, was conducted by the Chemical
and Radiological Laboratories of the Army Chemical Center. The
objective was to determine the concentration and the size
distribution of the dust generated before the arrival of the
shock wave by thermal radiation resulting from a nuclear
detonation. Before the detonation, project personnel installed
instruments for collecting dust particles at four stations: two
were 180 meters and two were 330 meters from ground zero. The
instruments, which included cascade impactors and filter
samplers, collected pre-shock dust particles generated during the
brief interval between the detonation and the arrival of the
shock wave at each of the stations (27).

After the announcement of recovery hour, three project per-
sonnel, accompanied by a radiological safety monitor, reentered
the shot area and removed instruments from the sampling stations.
This activity was scheduled to take one hour. Participants then
took the equipment and dust particle samples to the Yucca Flat
airstrip where, within four hours, each sample was packaged and
placed aboard a courier aircraft for transport to the Army
Chemical Center for analysis. Section 2.2,3, on AFSWC activities
during ABLE, discusses the courier flights (27; 95).

Project 2.1, Total Gamma Exposure versus Distance, was con-
ducted by the Signal Corps Engineering Laboratories to measure
gamma radiation exposure as a function of distance. Shortly
before the detonation, project personnel placed film packets at
90-meter intervals along a radial line extending up to 1,000
meters from the point of detonation. When the area was opened
for recovery operations, two project personnel and a monitor
drove into the shot area to retrieve the film packets. Film
readings were shared with Projects 3.1 and 6.1 and the Office,
Chief of Army Field Forces (81; 95).
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Project 3.1, Vulnerability of Parked Aircraft to Atomic
Bombs, was performed by the Wright Air Development Center and by
project personnel from LASL and the Naval Radiological Defense
Laboratory. The objective at Shot ABLE was to test photographic
equipment to be used for this project at Shots BAKER, CHARLIE,
and DOG. Project personnel placed 12 cameras 670 meters from the
intended ground zero in an emplacement shielded by lead bricks
and sandbags. They positioned an 0il drum 18 meters from and in
view of the cameras. They then set the cameras to photograph
automatically the effects of the blast on the o0il drum for abhout
30 seconds. One hour after recovery hour, three project per-
sonnel and a radiological safety monitor retrieved film from the

cameras for processing at the base camp (85; 104).

Project 6.1, Evaluation of Military Radiac Equipment, was
conducted by the Bureau of Ships and the Signal Corps Engineering
Laboratories to evaluate radiac survey equipment. Before the
shot, personnel placed dosimeters 920 to 2,740 meters from ground
zero. Starting two hours after recovery hour, six personnel and
a monitor in a vehicle spent three hours recovering the dosi-
meters. In addition, Project 6.1 personnel furnished standard
and experimental radiation survey meters to other projects in
order to evaluate the meters (95; 107).

Project 6.4, Operational Tests of Radar and Photographic
Techniques for IBDA, was conducted by the Wright Air Development
Center, with support from the Strategic Air Command. The
objective was to evaluate the Indirect Bomb Damage Assessment
(IBDA) system under development at the Wright Air Development
Center. The 509th Bombardment Group of SAC staged three B-50D
aircraft from Kirtland AFB to make a postshot test of the IBDA

system,

Aircraft 1 and 2, simulating drop aircraft flying at 22,135
feet, flew 1,800 feet and 1,300 feet, respectively, above the
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Q- drop aircraft. Two seconds before shot-time, aircraft 1 made a
i; 40-degree turn to the right, and aircraft 2 made a 30-degree turn
'i' to the left. The headings were held until eight seconds after

"c the detonation. Aircraft 3, simulating an escort aircraft, was
800 feet above and seven nautical miles behind the drop aircraft.
Aircraft 3 held the same heading for approximately 45 seconds
after shot-time and then turned to leave the area. The following
listing presents additional information on the aircraft, which
began and ended their missions at Kirtland AFB (26; 57):

AIRCRAFT DEPARTURE LANDING
TYPE TIME TIME
B-50 0515 1125
B-50 0525 1125
B-50 0535 1105

Project 7.2, Detection of Airborne Low-frequency Sound from
Atomic Explosions, was conducted by Headquarters, Air Force, with
assistance from the Signal Corps Engineering Laboratories and the
National Bureau of Standards. The objective was to determine the
accuracy of long-range acoustic detection methods. The Signal
Corps Engineering Laboratories operated stations in Alaska,
Hawaii, Kentucky, New Jersey, Texas, and Washington. The
National Bureau of Standards operated a station in Washington,
D.C. (97).

Project 7.3, Radiochemical and Physical Analysis of Atomic
Bomb Debris, was conducted by Headquarters, Air Force. The
project, which involved analysis of particulate and gaseous
samples from the Shot ABLE cloud, was conducted in conjunction
with Program 13, Radiochemistry Sampling. Cloud sampling,
performed by the 4925th Test Group (Atomic) of Kirtland AFB, is
discussed in section 2,2.3, on AFSWC participation at ABLE (106).
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Project 8.2, Air Temperatures in the Vicinity of a Nuclear
Detonation, was conducted by the Naval Radiological Defense Labo-
ratory to determine the air temperature at various elevations and
distances from ground zero, Before the shot, participants
installed thermocouples at ground level and on steel towers of
various heights. The towers were located at ground zero and at
distances up to 910 meters from ground zero. When the shot area
was opened for recovery operations, two crews, each made up of
three project personnel and a monitor, entered instrumented
stations 150 and 610 meters from ground zero to retrieve tempera-
ture records and, if necessary, repair the equipment. This
activity was scheduled to take six hours (28). Six hours after
recovery hour, two four-man crews with monitors began inspecting
thermocouples 910 to 460 meters from ground zero, or up to the
0.1 R/h line. The estimated working time was three hours. At
0930 hours on the day after the detonation, two four-man crews
with monitors completed the recovery of thermocouples up to

ground zero (28; 95).

Project 8.3, Thermal Radiation from a Nuclear Detonation,
was conducted by Project 8,2 and 8.3 personnel from the Naval
Radiological Defense Laboratory. The objective was to measure
the total thermal radiation and the intensity-time relationship
of the radiation as a function of distance from ground zero.
Project participants placed several types of instruments in six
tower stations located at 150-meter intervals out to 920 meters
from ground zero. These instruments included calorimeters and
radiometers. Other personnel at Kirtland AFB installed three
disk calorimeters in the B-50 drop aircraft (29).

After the declaration of recovery hour, two teams, each with
three project personnel and a monitér, drove by truck into the
test area. They spent six hours retrieving instruments 150 to
610 meters from ground zero. Six hours after recovery hour,
eight project personnel, accompanied by two monitors and two
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photographers, photographed equipment and recovered instruments
from stations 460 to 920 meters from ground zero, spending about
three hours in the test area. By about 0930 hours on the day
following the shot, eight project personnel accompanied by two
monitors had completed recovery operations. Project 8.2 and 8.3
personnel at Kirtland AFB removed the calorimeters from the B-50
drop aircraft (29; 95).

Project 8.6, Sound Velocity Changes near the Ground in the

Vicinity of an Atomic Explosion, was conducted by the Naval Elec
tronics Laboratory. The objective was to determine the velocity
of sound at heights of 1.5, 10, and 54 feet above ground, at

various distances from ground zero, in the interval between deto
nation and blast wave arrival. Project personnel installed
instruments for detecting sound velocity changes near the ground
at ground zero and at distances of 150, 320, 460, and 610 meters
from ground zero. 8Six hours before shot-time, four participants
entered the shot area to make a final check of the equipment.
They left the area approximately one hour later. After the
announcement of recovery hour, four project personnel spent two
hours retrieving the instruments (91; 95).

Project 9.1, Technical and Training Photography, was
conducted by personnel from the following agencies:

Air Force Lookout Mountain Laboratory

Army Pictorial Service Division

Naval Medical Research Institute .
Signal Corps Engineering Laboratories

SAC 5th Reconnaissance Technical Squadron
SAC 28th Reconnaissance Technical Squadron
Wright Air Development Center

4925th Test Group (Atomic).

Photographs of the shot were taken by remote-controlled
cameras on steel towers positioned at unknown distances from

32




. N B i A Y T T T T T YT W~ %=

ground zero. Film was probably retrieved from these cameras

{ within two days after the shot. Lookout Mountain Laboratory

:_ personnel in an AFSWC C-47 aircraft also photographed the

3} detonation. The C-47, which left Indian Springs AFB at about

. 0800 hours and entered the area over the NPG at 0812 hours, was

: at an altitude of 10,000 feet approximately 11 kilometers south

! of ground zero at shot-time. Participants photographed the
detonation and the resulting cloud formation until about 0903
hours, when they left the area for Indian Springs AFB, arriving
there about 0910 hours. Figure 2-2 shows Lookout Mountain Lab-
t}; oratory photographers in the C-47 recording the development of
L‘. the cloud (57; 95). Project 9.1 personnel also took still photo-
F ‘ graphs and motion pictures of various Military Effects Test Group

projects.

¢ Project 9.2, Air Weather Service Participation, involved Air
, Force personnel who compiled data from various weather stations
{fj at the NPG and offsite, prepared weather maps, and briefed NPG

: officials on current and predicted weather conditions. Project
participants were from the 6th Weather Squadron (Mobile) of the
2059t§‘Air Weather Wing, Tinker AFB, Oklahoma. These personnel
were deployed as follows (78; 95):

e Eight forecasters, 13 weather observers, and two
equipment operators at the Control Point Weather
Station near Yucca Pass

® Twelve airmen from the Rawinsonde Weather
Observation Section at the Control Point and 11 J
airmen at a station in Tonopah, Nevada ]
1

® Three airmen from the Pibal Weather Observation
Section at Beatty, Caliente, Crystal Springs,
Currant, and Warm Springs, Nevada, and St. George, ]
Utah.

e odldonton

Before Shot ABLE, participants installed wind and humidity
measuring instruments at two stations along the blast line
. 150 and 600 meters from ground zero. From eight to three hours
“i“ before the detonation, two participants checked the instruments

-z

i s
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LABORATORY PHOTOGRAPH THE DEVELOPMENT OF THE
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hourly. Four other participants from the Air Weather Service
completed their weather observations in the shot area about five

hours before the detonation and left immediately for the Control

Point (78; 95).

Project 9.4, Effects of Atomic Explosions on the Ionosphere,
was conducted by the Signal Corps Engineering Laboratories, with
assistance from personnel of the 9471st Technical Service Unit.
The objective was to obtain data on the effects of a nuclear
detonation on the ionosphere and on ionospheric radiowave propa-
gation. Personnel worked at transmitter and receiver stations.
The only onsite station was a transmitter located about one kilo-
meter north of the Control Point., Two other transmitters were at
Mather AFB, Sacramento, California. The radio receiver stations
were at Navaho Ordnance Depot in Flagstaff, Arizona; White Sands
Proving Ground, New Mexico; and Fort Sill, Oklahoma.

In the days before the shot, personnel practiced operating
the transmitters and receivers. On shot-day, they operated
instruments from one hour before to one hour after the detona-
tion., Information obtained at the project stations was sent for
analysis to the Signal Corps Engineering Laboratories (49).

2.2.2 Weapons Development Test Group Activities

The Weapons Development Test Group conducted experiments at
Shot ABLE that had a few DOD participants. These individuals
were assigned either to LASL or to the Weapons Development Test

Group to assist in the projects listed in table 2-1.

Project 12,1, Technical Photography, was conducted by
personnel from EG&G, with assistance from Navy personnel. They
provided technical photography support, including dust studies,
preshock turbulence studies, light absorption and mirage studies,
fireball growth measurement, thermal effects studies, and other

coverage required by the Weapons Development Test Group.
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Two days before the shot, personnel prepared the film at the
Control Point Building. The afternoon before Shot ABLE, person-
nel loaded film into remote-controlled cameras located at various
stations in the ground zero area. After the detonation, EG&G
personnel recovered the exposed film and processed some of it in
the mobile unit set up in the Control Point area. The remaining
film was flown to laboratories of Consolidated Film Industries in
Hollywood, California, and in the city of Fort Lee, New Jersey,
for processing (64).

Project 12.1c, Bhangmeter Mod I1I, was conducted by EG&G to
evaluate and test a new bhangmeter. Project personnel installed
these instruments for measuring the yield of a detonation at the
Control Point and in the drop aircraft. Bhangmeter readings
recorded at shot-time were analyzed after the shot (63).

Program 13, Radiochemistry Sampling, involved cloud-
sampling missions conducted by personnel from the 4925th Test
Group (Atomic) (57). The sampling missions are discussed in
section 2.2.3, on AFSWC activities at Shot ABLE.

Project 18.1, Total Thermal Radiation and Atmospheric
Transmission, was conducted by the Naval Research Laboratory to
study the transmission of light and thermal radiation emitted by
nuclear detonations of various yields. To measure the trans-
mission of light, personnel placed one photoelectric brightness
meter at the Control' Point and agother in the Frenchman Flat area
of the NPG. In addition, they installed a transmissometer near
the BUSTER-JANGLE Y (BJY) and a receiver at the Control Point.
Participants manually operated the instruments at the Control
Point during the shot. To obtain data on thermal radiation
emissions, personnel :1lso installed four thermopile recorder
systems and operated them from the Control Point during the shot.
They shut down equipment after the detonation to analyze recorded
data (84).
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Project 18.4, High-resolution Spectroscopy, was conducted by
the Naval Research Laboratory to supplement information obtained

from spectroscopy measurements taken during previous nuclear
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J weapons test series, such as Operations GREENHOUSE and BUSTER-
JANGLE. Project personnel installed a spectrograph at the B
Control Point, 19 kilometers from ground zero (24).

h Project 19.1a, Air Shock Pressure~-Time versus Distance, was ;i

conducted by the Sandia Corporation. Representatives of LASL,
AFSWP, the Stanford Research Institute, the Naval Ordnance

1 Laboratory, and the Ballistic Research Laboratories helped to
g plan this project. The objective was to obtain pressure measure- 5i
i ments to use in determining the relationship between air shock

g pressure and height of burst. Personnel installed pressure
gauges along the ground from 75 to 1,220 meters from grounu zero.

) They also placed gauges on towers of various heights located from ~;ﬁ
150 to 460 meters from ground zero. At the instant of burst, -
information from the gauges was telemetered to a recording . @

station and monitored by project personnel (93).

Projects 19.1c and 19.1d, Shock-gauge Evaluations Tests,
were conducted by Sandia Laboratory. Personnel from LASL and

contractors assisted in calibrating and installing instruments.

The project was intended to develop and test new instruments for
measuring dynamic and static pressures, wind directions, sound

and wind speeds, and temperature rises resulting from a shock
wave. Project personnel installed instruments at two stations
located 330 meters and 630 meters from ground zero. Cables
connected the instruments to equipment that recorded the infor-
mation (47).

- Projects 19.2a and 19.2b, Blast-wave Material Velocity #
i Measurements, were conducted by LASL. EG&G provided photography =
. services. The objective was to photograph peak overpressure 3
; phenomena associated with a nuclear burst. The smoke canisters %
%
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were fired into the air by mortars immediately before the burst
so that air disturbances would be visible. Project personnel
entered the shot area before the detonation to load the smoke
canisters into mortars located along a blast line extending
roughly 150 to 915 meters west of ground zero. An electronic
timing device triggered the firing of the mortars. EG&G
personnel retrieved film from automatically operated camera

stations after the detonation (99).

Project 19.2d, Interferometer-gauge Pressure-time
Measurements, was conducted by LASL (99).

Project 19.2f, Measurement of Preshock Sound Velocity, was
conducted by LASL with Air Force participation. The objective
was to measure the velocity of sound in the air near the ground
before shock wave arrival. Project personnel installed
oscillators and recording equipment at several stations near
ground zero. After the detonation, personnel recovered the

records from the instrument stations (99).

2.2.3 Air Force Special Weapons Center Activities

The Air Force Special Weapons Center provided personnel to
staff the Air Operations Center, located at the Control Point.
Besides airdropping the ABLE device, AFSWC personnel conducted
cloud-sampling missions and sample courier missions for the test
groups and cloud-tracking missions and aerial radiological
surveys of the terrain for the Test Manager. In addition to the
AFSWC personnel, SAC personnel witnessed the detonation.

Although the SAC observers were not part of AFSWC, they were
under the operational control of AFSWC while over the NPG and are
therefore discussed in this section (3-5; 57, 100).
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The following listing indicates the types and numbers of
aircraft and the estimated numbers of personnel involved in air

missions at Shot ABLE (57; 58):

ESTIMATED

TYPE OF NUMBER OF NUMBER OF

TITLE AIRCRAFT AIRCRAFT PERSONNEL
Airdrop Mission B-50 1 12
Disaster Mission C-47 1 17

Sampling

Sampler Control B-29 1 9
Sampler B-29 1 8
Sampler T-33 4 8
Sample Courier Service B-25 2 10
C-45 1 4
C-47 1 4
Cloud Tracking B-29 2 20
B-25 1 5
Aerial Surveys of Terrain C-47 2 10
Observer Activities B-50 13 156

Airdrop and Disaster Missions

The B-50 drop aircraft, with a crew from the 4925th Test
Group (Atomic), left Kirtland AFB, New Mexico, at 0430 hours,
four hours and 30 minutes before shot-time. The aircraft climbed
to an altitude of 22,135 feet and entered a clockwise orbiting
pattern over Frenchman Flat. Figure 2-3 depicts the flight

pattern of the B-50. At 0900 hours, the aircraft,

which was then

flying on a straight and level path, released the ABLE device.
The bomb missed the target by 43 meters. The aircraft left the
shot area at 0905 hours, returning to Kirtland AFB at 1110 hours

(3; 4; 57, 76).
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The C-47 disaster aircraft, with a crew from the 4901st
Support Wing (Atomic), left Kirtland AFB at about 0330 hours and
circled over Las Vegas while the B-~-50 completed its bomb drop
mission over the NPG. If the bomb-carrying aircraft crashed or
accidentally released its weapon, the 12-man disaster team was to
protect the weapon and monitor radiation contamination. The
disaster team plotted the position of the B-50 drop aircraft
during its mission, as shown in figure 2-4 (4). At 0903 hours,
the disaster aircraft began its return to Kirtland AFB, where it
arrived at 1200 hours (3; 4; 57; 58; 76).

Cloud Sampling

One B-29 and four T-33s collected particulate and gaseous
samples of the Shot ABLE cloud for Project 7.3, Radiochemical and
Physical Analysis of Atomic Bomb Debris, and for Program 13,
Radiochemistry Sampling. A B-29 sampler control aircraft, with
an AFSWC aircrew and a LASL scientific advisor on board, directed
the operations of the sampler aircraft. Each sampler penetrated
the cloud twice except for a T-33 sampler (tail number 048;,
which made three penetrations of the cloud. The samplers flew at
altitudes of 14,000 to 15,000 feet. The following listing details
tﬁe activities of each sampler aircraft (3; 4; 57; 58; 76):

TOTAL
TOTAL TIME DOSIMETER

AIRCRAFT TYPE AND TAKEOFF IN CLOUD READING LANDING
TAIL NUMBER TIME (seconds) (roentgens) TIME
Sampler Control B-29

(386) 0755 1145
B-29 (285) 0910 NR* 0.105 1145
T-33 (920) 1020 90 0.080 1100
T-33 (951) 1026 120 0.090 1055
T-33 (048) 1031 180 0.085 1105

T-33 (913) 1036 NR 0.090 1105

*NR indicates not reported.
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Figure 2-4: CREW OF THE DISASTER AIRCRAFT PLOTS THE
POSITION OF THE BOMBING AIRCRAFT ENROUTE
TO THE SHOT AREA
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After completing their missions, the samplers returned to
Indian Springs AFB and parked in the northeast corner of the
parking area. Pilots then shut down the engines. The crews of
the B-29s left the aircraft through the rear door between the
stabilizer and the wing. The crews of the T-33s opened their
canopies and disembarked by stepping onto a removable ladder
attached to the side of the aircraft. The sample removing team
and radiological safety monitors used long-handled tools to take
samples from the aircraft and place them in shielded containers.
They also removed the bottles containing the gaseous samples.
They then loaded the sample containers onto courier aircraft for

delivery to laboratories for analysis (3; 4; 57; 58; 76).

Courier Missions

After the samples had been removed, four aircraft of the
4901st Support Wing (Atomic) transported them to various airbases
for analysis by nuclear weapons development and other labora-
tories. At 1200 hours, a B-25 flew from Indian Springs AFB to
McClellan AFB with Project 7.3 samples. Soon after, a C-47 flew
from indian Springs AFB to LASL with Program 13 samples. At
1300 hours, a B-25 left Yucca Lake airstrip for the Army Chemical
Center, and a C-45 took off from Yucca Lake for LASL (3; 4; 57;
58; 76).

Cloud Tracking

Immediately after the detonation, one B-25 and two B-29s
from Indian Springs AFB flew cloud-tracking missions over and
beyond the Nevada Proving Ground. The B-25 (tail number 099)
spent five hours tracking the cloud at heights of 10,000 to
12,000 feet above the terrain, returning at 1425 hours. The
first B-29 (tail number 774) left at 0915 hours but returned
after five minutes because of engine failure. The second B-29
(tail number 826) took off at 0935 hours, tracked the cloud for
about six hours, and landed at 1615 hours (3; 4; 57, 58; 76).
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Aerial Surveys of Terrain

After the detonation, two C-47s, each probably carrying a
crew of four, conducted onsite and offsite radiological surveys
of the terrain. One C-47 (tail number 386) left Indian Springs
AFB at 1130 hours, flew at heights of 2,000 to 7,500 feet, and
returned to Indian Springs at 1540 hours. The other C-47 (tail
number 308) left Indian Springs AFB at 1220 hours, conducted its
survey at 10,000 feet above the terrain, and returned at 1530
hours (3; 4, 57, 76).

Observer Activities

Thirteen B-50 aircraft with observers from the Strategic Air
Command participated in an orientation and indoctrination
exercise in nuclear weapons effects. On shot-day, the first of
these B-50s left Travis AFB and arrived over the NPG at 0830
hours. The other 12 aircraft left Castle AFB and entered NPG
airspace at 0852 hours. All the aircraft remained in a holding
pattern through shot-time. The SAC observers witnessed the
detonation and subsequent cloud development from an unspecified
distance. At 0903 hours, the B-50s left the test area for their
bases (3-5; 11; 57; 76; 100).

2.3 RADIATION PROTECTION AT SHOT ABLE

The primary purpose of the radiation protection procedures
developed by the test groups and AFSWC for Shot ABLE was to keep
individual exposures to ionizing radiation to a minimum, while
still allowing participants to accomplish their missions.

Logistics and Materiel

During the period of 1 April to 14 April 1952, which covers
the 1 April detonation of Shot ABLE, the Logistics and Materiel
Department of the AFSWP Radiological Safety Group issued 691 film
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badges to AEC and DOD participants in 14 programs and 53 proj-
ects. In addition, the department issued 603 sets of protective
clothing and 248 radiological survey instruments (65).

In order to identify where measurements were taken during
radiation surveys of the ground zero area, original plans called
for the use of eight radial lines of numbered stakes. These
stakes were to be spaced about 90 meters apart, centered on
ground zero, and oriented toward the eight principal points of
the compass. However, the stakes did not arrive in time to be
used at Shot ABLE, so the only way to determine distance from
ground zero was by reference to the test data collecting stations
located along the blast line parallel to the main access road.

About 30 minutes after the detonation, the initial ground
survey team began taking readings along the main blast line. The
team approached as close as 60 meters to ground zero, where it
noted radiation intensities as high as 1.2 R/h. Recovery parties
provided information on radiation intensities at other locations.

The area was resurveyed on 2, 3, and 4 April.

From eight to 13 two-man mobile teams participated in off-
site monitoring. About six hours before the detonation, the
teams left the NPG for assigned offsite locations. The highest
radiation intensity they encountered was 0.0001 R/h in an area
32 kilometers north of Alamo, Nevada (located about 95 kilometers
northeast of the Control Point), almost five hours after the
detonation.

Two C-47 aircraft conducted radiological surveys of the
terrain after the detonation. The highest radiation intensity
encountered by either aircraft was 0.0035 R/h (65).
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Plotting and Briefing

Although the initial radiological safety monitoring team
completed its survey along the blast line an hour after the
detonation, sufficient data for an isointensity plot of the
entire shot area were not obtained until almost six hours after
the shot. Monitors working in the field with recovery parties

provided the additional survey data needed for the isointensity
plots (65).

Plotting and Briefing personnel consolidated the data to
make the first isointensity plot, as shown in figure 2-5. Copies
of the isointensity maps generated from resurveys conducted on
2 and 3 April are shown in figure 2-6 (65).

Dosimetry Data

Film badge records indicate that none of the participants
received exposures in excess of 3.0 roentgens (65).
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— Figure 2-56: RADIATION ISOINTENSITY MAP FOR SHOT ABLE,
1 APRIL 1952, 1400 TO 1500 HOURS
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AEC Objectives:

Weather:

Radiation Data:

Participants:

SHOT BAKER SYNOPSIS

AEC TEST SERIES: TUMBLER~SNAPPER

DOD EXERCISE: None
DATE/TIME: 15 April 1952, 0930 hours
YIELD: 1 kiloton

HEIGHT OF BURST: 1,109 feet (airdrop)

1) To obtain experimental data on blast
pressure from a higher burst than used
during previous test series

2) To determine optimum burst height and to
obtain maximum blast effects.

At shot-time, the surface winds were six knots

from the northeast. Winds were nine knots
from the north at 10,000 feet and 25 knots
from the northwest at 20,000 feet. The
temperature was 12°C, the relative humidity
was 30 percent, and the pressure was

878 millibars.

Onsite radioactivity was characterized by

a small area of radiation around ground zero.
The initial radiological survey team found a

radiation intensity of 0.01 R/h extending as

far as 750 meters to the south of ground zero
about one hour after the shot.

Los Alamos Scientific Laboratory; Armed Forces
Special Weapons Project; Atomic Energy
Commission; Air Force Special Weapons Center;

contractors,
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CHAPTER 3

SHOT BAKER

Shot BAKER, the second detonation of Operation TUMBLER-
SNAPPER, was conducted as scheduled at 0930 hours Pacific
Standard Time on 15 April 1952. Developed by the Los Alamos
Scientific Laboratory and the Department of Defense, the BAKER
device was dropped from a B-50 aircraft flying over Area 7 of
Yucca Flat,* UTM coordinates 872044, at an altitude of 22,600
feet. Primarily a weapons effects test, BAKER was detonated at a
height of 1,109 feet and had a yield of one kiloton (3; 4; 52;
57; 62), Figure 3-1 shows the ground zero target for BAKER; this
target was also used for Shots CHARLIE and DOG. Figure 3-2 shows
the BAKER detonation as seen from the Control Point at Yucca

Pass.

The top of the Shot BAKER cloud reached an altitude of .
15,700 feet, where the winds were from the northwest at about
16 knots, and moved southeast from the point of detonation (62).
The data obtained from BAKER were compared with the height of
burst and blast pressure data obtained from Shot ABLE and from
the BAKER burst of Operation BUSTER-JANGLE (105).

3.1 EXERCISE DESERT ROCK IV OPERATIONS AT SHOT BAKER

The Desert Rock Exercise Director asked that 300 Camp Desert
Rock personnel be allowed to observe Shot BAKER. However, the
Test Director refused this request, and only ten individuals from
the Exercise Director's immediate staff witnessed the shot,
probably from near the Control Point (23).

*Yucca Flat is approximately 4,000 feet above mean sea level.
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Figure 3-1: AREA 7 GROUND ZERO TARGET,
SHOTS BAKER, CHARLIE, DOG
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Figure 3-2: VIEW OF THE BAKER BURST FROM THE
CONTROL POINT AT YUCCA PASS
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3.2 DEPARTMENT OF DEFENSE PARTICIPATION IN SCIENTIFIC AND
SUPPORT ACTIVITIES AT SHOT BAKER
Department of Defense personnel took part in scientific and
diagnostic experiments conducted by the Military Effects Test
Group and the Weapons Development Test Group. Table 3-1 1lists
the test group projects and participating agencies. In addition
to the test group experiments, DOD personnel were involved in

AFSWC air support activities.

3.2.1 Military Effects Test Group Projects

Because Shot BAKER was detonated primarily to measure blast

overpressures produced by an airdropped nuclear device, many of
the Military Effects Test Group projects conducted at the shot

were part of Program 1, Blast Measurements. To document the
blast overpressures produced, project personnel spent several
weeks before the detonation placing and calibrating pressure
gauges. They completed these activities several days before the
detonation. Figure 3-3 shows the instrument layouts for the
Military Effects Test Group activities (10; 13-16; 98; 105).

The following project descriptions often discuss recovery
operations as occurring after recovery hour. The actual time of
recovery hour is not known, although it probably was declared
shortly after the completion of the initial radiological survey,

about an hour after the shot.

Project 1.2, Air Pressure versus Time, was conducted by the
Stanford Research Institute to collect data on the airblast
produced by an airdropped nuclear device. At 2130 hours on the
night before the detonation, four personnel spent up to eight
hours checking blast gauges placed along the blast line from
ground zero to 2,750 meters from ground zero. One hour after the
area was opened for recovery operations, four personnel began
collecting data from blast gauges positioned 2,290 and 1,140
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- Table 3-1: TEST GROUP ACTIVITIES WITH DEPARTMENT OF DEFENSE
PARTICIPATION, SHOT BAKER

- Project/
Program Title Participants
Military Effects Test Group
1.2 Air Pressure versus Time Stanford Research Institute
1.3 and Free-air and Ground-level Pressure Measurements Naval Ordnance Laboratory
15
14 Air Blast Measuremnents Ballistic Research Laboratories
1.6 Ground Acceleration Measurements ‘[ Ballistic Research Laboratories
1.7 Earth Acceleration versus Time Stanford Research Institute
1.9 Pre-shock Dust Army Chemical Center
1.13 Measurement of Air Blast Pressure versus Time David Taylor Model Basin
21 Total Gamma Exposure versus Distance Signal Corps Engineering Laboratories
31 Vulnerability of Parked Aircraft to Atomic Bombs Wright Air Development Center; Los Alamos
Scientific Laboratory; Naval Radiological
Defense Laboratory
33 Blast Damage to Trees — Isolated Coniters Forest Service, Department of Agriculture
34 Minefield Clearance Engineer Research and
Development Laboratories
6.1 Evaluation of Military Radiac Equipment Bureau of Ships; Signal Corps
Engineering Laboratories
6.4 Operational Tests of Radar and Photographic Wiright Air Development Center;
Techniques for IBDA Strategic Air Command
FAL] Long Range Light Measurements £G8G; Headquarters, Air Force
7.2 Detection of Airborne Low-frequency Sound from Headquartars, Air Force; Signal Corps
Atomic Explosions Engineering Laboratories; National Bureau
of Standards
73 Radiochemical and Physical Analysis of Atomic Headquarters, Air Force
Bomb Debris
74 Seismic Waves from A-Bombs Detonated over Air Force 1009th Special Weapons
a Desert Valley Squadron; Coast and Geodetic Survey
82 Air Temperatures in the Vicinity of a Nuclear Naval Radiological Defense Laboratory
Detonation
83 Thermal Radiation from a Nuclear Detonation Naval Radiological Defense Laboratory

54 /




{j Table 3-1: TEST GROUP ACTIVITIES WITH DEPARTMENT OF DEFENSE

PARTICIPATION, SHOT BAKER (Continued)

L Project/
Program

Title

Participants

Military Effects Test Group {Continued)

8.4
86

9.1

9.2

"V 9.4

85

Atmospheric Transmission and Weather
Measurements

Sound Velocity Changes near the Ground in the
Vicinity of an Atomic Explosion

Technical and Training Photography

Air Weather Service Participation

Effects of Atomic Explosions on the lonosphere

Electromagnetic Radiation ovr the Radio Spectrum
from Nuclear Detonations

Naval Material Laboratory

Naval Electronics Laboratory

Naval Medical Research Institute;

Air Force Lookout Mountain Laboratory;
Wright Air Development Center;

4925th Test Group (Atomic); SAC 5th and 28th
Reconnaissance Technical Squadrons; Signal
Corps Engineering Laboratories; Army Pictorial
Service Division

Air Weather Service

Signal Corps Engineering Laboratories;
9471st Technical Service Unit

Signal Corps Engineering Laboratories;
9467th Technical Service Unit

Weapons Development Test Group

= 10.1

121

12.1¢c

12.2ad

13

15.2

18.1

183

184

19.1a

19.9¢d

19.1e

19.2a-b

19.2¢

3 19.2d

Measurement of Alpha

Measurement of Transit Time

Technical Photography

Bhangmeter Mod il

High-speed Photography

Radiochemistry Sampling Program

Gamma Radiation Exposure as a Function of Distance

Total Thermal Radiation and Atmospheric
Transmission

Color Temperatures
High-resolution Spectroscopy

Air Shock Pressure — Time versus Distance

Shock-gauge Evaluations Tests

Air Shock Pressures as Affected by Hills and Dales
Blast-wave Material Velocity Measurements
Beta-densitometer Feasibility Test
Interferometer-gauge Pressure-time Measurements

Measurement of Preshock Sound Velocity

Naval Research Laboratory

Naval Research Laboratory

EG&G

EGEG

EG&G; Los Alamas Scientific Laboratory
4925th Test Group (Atomic)

Los Alamos Scientific Laboratory

Naval Research Laboratory

Naval Research Laboratory

Naval Research Laboratory

Sandia Corporation; Los Alamos Scientific
Laboratory; Armed Forces Special Weapons
Project; Stanford Research Institute; Naval
Ordnance Laboratory; Ballistic Research
Laboratories

Sandia Laboratory; Los Alamos Scientific
Laboratory

Sandia Corporation

Los Alamos Scientific Laboratory; EG&G
Los Alamos Scientific Laboratory

Los Alamos Scientific Laboratory

Los Alamos Scientific Laboratory
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Program 3 -
Aircraft Area

Ground Zero

Program 3
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Figure 3-3: GROUND ZERO AND AFSWP INSTRUMENT LAYOUTS
FOR SHOTS BAKER, CHARLIE, AND DOG
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meters from ground zero. This operation took two hours.
Beginning at 0900 hours on the day after the detonation, about
ten project participants retrieved the remaining gauges up to the
0.1 R/h line. They spent approximately six hours in the shot
area (95; 102).

Projects 1.3 and 1.5, Free-air and Ground-level Pressure
Measurements, were conducted as one project by the Naval Ordnance
Laboratory. The objective was to measure pressures produced by a
nuclear detonation at ground level and in free air (20).

Five hours before the detonation, four Project 1.3 personnel
spent about one hour preparing pressure gauges located between
ground zero and a point 3,660 meters from ground zero. Data from
the gauges were telemetered to a recording trailer about 3,660
meters from ground zero. At recovery hour, two participants
began retrieving pressure data from the trailer. Their estimated
working time was 30 minutes. Three hours after recovery hour,
two personnel started retrieving blast gauges 3,660 meters from
ground zero and continued to the 0.1 R/h line. They spent about
two hours in this procedure. Beginning at 0900 hours on the day
after the shot, two personnel began to inspect the blast gauges,

an operation that took two hours (20; 95).

Project 1.5 measured pressures in free air by photographing
smoke rocket trails. At 1630 hours on the day before the shot,
six personnel spent about two hours loading rocket launchers 180
to 1,070 meters north of ground zero. Seconds before the shot,
the smoke rockets were launched remotely, and, immediately after
the detonation, their trails were photographed. Twenty minutes
after the shot, two personnel accompanied by a radiological
survey team inspected and unloaded unfired rockets 920 and 1,070
meters from ground zero. Three hours after recovery operations
began, six participants replaced damaged rocket launchers 180 to
920 meters from ground zero (20; 95).
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Project 1.4, Air Blast Measurements, was conducted by the

Ballistic Research Laboratories. The objective was to determine
the shape of the pressure pulse and the peak pressure of the

‘ shock wave generated near the ground by a nuclear device
detonated high in the air. Before the detonation, personnel
installed instruments on 10- and 50-foot towers located about
110 and 230 meters from ground zero and then left the area.

! Three hours after recovery hour was declared, three project
personnel began retrieving data from the stations for laboratory
analysis. They spent 20 minutes in recovery operations (21; 95).

i Project 1.6, Ground Acceleration Measurements, was conducted
i' by the Ballistic Research Laboratories to obtain ground accelera-
tion measurements from an airburst nuclear detonation. Personnel
: measured ground shock with accelerometers positioned ,before the
ii detonation at stations 40, 190, 420, 880, and 1,330 meters from
ground zero (60).

: At 1530 hours on the day before the shot, three project

3 participants went to the stations to make a final instrument
check. At 0900 hours on the day after the detonation, four

N personnel began recovering the accelerometers. Recovery took

about two hours and 30 minutes (60; 95).

Project 1.7, Earth Acceleration versus Time, was conducted
by the Stanford Research Institute to measure the proportion of
blast energy absorbed from the air by the earth. At 2130 hours

on the night before the detonation, four personnel spent about -

I
7

eight hours checking accelerometers along the instrument line
from ground zero to 2,750 meters from ground zero. One hour N
after the area was opened for recovery operations, four personnel ﬁ
began collecting data from accelerometers 2,290 and 1,140 meters —_—

from ground zero. This operation took up to two hours. Begin-

ning at 0900 hours on the day after the detonation, about ten

participants retrieved the remaining accelerometers up to the 0.1 .
R/h area, spending about six hours in the shot area (95; 103). —
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Project 1.9, Pre-shock Dust, was conducted by the Chemical
and Radiological Laboratories of the Army Chemical Center. The
objective was to determine the concentration and the size distri-
bution of the dust generated before the arrival of the shock wave
by thermal radiation resulting from a nuclear detonation. The
day before the detonation, project personnel inspected instru-
ments for collecting dust particles at six stations: two were
located 190 meters, two others 420 meters, and two additional
stations 880 meters from ground zero. The instruments, which
included cascade impactors and filter samplers, collected
pre-shock dust particles generated during the brief interval
between the detonation and the arrival of the shock wave at each
of the stations (27).

After recovery hour, two project personnel and a monitor
spent one hour retrieving instruments from the stations. Project
personnel then took dust particle samples to the Yucca Flat
airstrip where each sample was packaged, placed aboard a courier
aircraft, and transported for analysis to the Army Chemical
Center. Section 3.2.3, which describes AFSWC activities,

discusses the courier flights (27; 95).

Project 1.13, Measurement of Air Blast Pressure versus Time,
was conducted by the David Taylor Model Basin. The project was
designed to provide blast pressure data for Program 3 agencies,
particularly those participating in Project 3.1, discussed later
in this section. Before the shot, personnel calibrated and
installed gauges at 16 Project 3.1 stations located 880, 1,190,
and 2,400 meters from ground zero. Beginning at 2130 hours the
night before the shot, four men made a final check of the gauges
and left the shot area about six hours before shot-time (46).

After recovery hour was announced, seven participants

accompanied by a monitor spent up to twn hours and 30 minutes
retrieving the gauges. Five other project participants and a
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radiological safety monitor spent about two hours collecting film

from cameras positioned in the shot area (46; 95).

Project 2.1, Total Gamma Exposure versus Distance, was con-
ducted by the Signal Corps Engineering Laboratories to measure
gamma radiation exposure as a function of distance. Within
24 hours before the detonation, personnel placed film packets at
90-meter intervals along a radial line extending up to 1,000
meters from the point of detonation. When the area was opened
for recovery operations, two personnel accompanied by a monitor
drove by truck into the shot area and spent about one hour
retrieving the film packets. Film readings were shared with
Projects 1.13, 3.1, and 6.1; the Office, Chief of Army Field

Forces; and the Marine Corps (81; 95).

Project 3.1, Vulnerability of Parked Aircraft to Atomic
Bombs, was performed by the Wright Air Development Center and by
project personnel from LASL and the Naval Radiological Defense
Laboratory. The experiment was coordinated with Project 1.13,
which provided airblast pressure data. The objective was to
determine the effects of an airburst nuclear detonation on parked
aircraft (104).

Before the shot, project personnel placed aircraft at the
following locations:

Four aircraft 720 meters north-northwest of ground zero
One aircraft 1,320 meters southeast of ground zero
12 aircraft 2,430 meters southwest of ground zero

Eight aircraft 3,190 meters southwest of ground zero.

To compare the protection afforded by various defense structures,
some of the aircraft were placed in revetments and behind walls,
while others were positioned in the open. Personnel instrumented
the aircraft with devices to measure blast, thermal, and
radiation effects.
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At about 0930 hours on the day before the detonation, two
project personnel in a van began photographing the aircraft in
the shot area and loading and aligning remote-controlled cameras.
They left the area by 1430 hours. At that time, four project
participants in a van began inspecting the aircraft, an activity
that took about six hours (95, 104).

At 1730 hours on the night before the shot, two project
personnel began checking instruments in the field, a process that
took about two hours. On shot-day, two individuals in a jeep
made a final check of the instruments and then left the area four

hours before shot-time (95; 104).

When recovery hour was declared, three project personnel and
a monitor began retrieving film 720 meters from ground zero, a
procedure that took about three hours. Another five participants
with a radiological safety monitor spent four hours recovering
film 1,320 and 2,430 meters from ground zero. Three other
project participants and a monitor spent about four hours col-
lecting film 3,190 meters from ground zero (95; 104).

One hour after the announcement of recovery hour, two five-
man parties began inspecting the aircraft, a process that took
about four hours. At 0800 hours on the day afier the shot, three
two-man parties began examining instruments at the aircraft
stations. They spent approximately eight hours performing this
task (95; 104).

Project 3.3, Blast Damage to Trees--Isolated Conifers, was
conducted by the Forest Service, Department of Agriculture. The
experiment was designed to measure motion and strain on isolated
coniferous trees subjected to a nuclear detonation. Before the
shot, personnel placed four conifers, along with instruments to
measure strain on the trees, at each of four stations on the
Forest Service Line in Area 7. The stations were 1,520, 1,830,
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2,130, and 2,440 meters from ground zero. The trees, approxi-
mately 50 feet high, were anchored in concrete. At 2130 hours on
the night before the detonation, personnel entered the shot area
to begin checking instruments at the stations, a procedure that
took about one hour (30; 95).

At the declaration of recovery hour, five project personnel
entered the shot area in a weapons carrier and spent about 30
minutes inspecting the trees and recovering the instruments from
the station 1,520 meters from ground zero. One hour after
recovery operations began, two Project 9.1 photographers from
Lookout Mountain Laboratory traveled to the Forest Service line
to photograph the stations 1,520 and 1,830 meters from ground
zero. They also extinguished any fires in the area. Seven hours
after the announcement of recovery hour, four project personnel
entered the shot area in a weapons carrier and spent about two
hours inspecting the trees (30; 95).

Project 3.4, Minefield Clearance, was performed by the
Engineer Research and Development Laboratories. The objective
was to study the detonation of land mines by a nuclear blast.
Before Shot BAKER, personnel placed mines in an area 15 meters
wide, which extended approximately 90 to 1,830 meters from ground
zero (101).

At 0800 hours on the day after the detonation, four
personnel in a weapons carrier recovered mines along the blast
line up to the 0.1 R/h area and determined which mines had been
detonated. At the same time, they laid other mines to be used in
this experiment at Shot CHARLIE. These operations took about
eight hours. A representative of the Director, Military Effects
Group, and three photographers took pictures of these activities
(95; 101).
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Project 6.1, Evaluation of Military Radiac Equipment, was
conducted by the Bureau of Ships and the Signal Corps Engineering
Laboratories to evaluate radiac survey equipment. Project 6.1
participants furnished standard and experimental radiation survey

meters to other projects in order to evaluate the meters (107).

Project 6.4, Operational Tests of Radar and Photographic
Techniques for IBDA, was conducted by the Wright Air Development
Center, assisted by the Strategic Air Command. The objective was
to evaluate the Indirect Bomb Damage Assessment system under
development at the Wright Air Development Center. The 509th
Bombardment Group of SAC provided three B-50D aircraft to make a
postshot test of the IBDA system. The aircraft staged from
Kirtland AFB (26).

Aircraft 1 and 2, simulating drop aircraft flying at an
altitude of 22,600 feet, flew 1,800 and 1,300 feet, respectively,
above the drop aircraft. Two seconds before release of the
weapon, aircraft 1 made a 40-degree turn to the right, and air-
craft 2 made a 30-degree turn to the left. The headings were
held until eight seconds after shot-time. Aircraft 3, simulating
an escort aircraft, was 800 feet above and five nautical miles
behind the drop aircraft. Aircraft 3 held the same heading for
approximately 45 seconds after shot-~time and then turned to leave
the area (26; 57).

Project 7.1b, Long Range Light Measuremenis, was conducted
entirely offsite by Edgerton, Germeshausen, and Grier, Inc., and
Headquarters, Air Force. The ohjective was to gain information
on the long-range detection of light produced by a nuclear
detonation. EG&G and the Air Force established light-detecting
stations in Arizona, Idaho, Texas, and Washington. An estimated
two EG&G employees and ten Air Force personnel from the
Sacramento Air Materiel Area, McClellan AFB, operated each
station from about six hours before to one hour after the

detonation (58).
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Project 7.2, Detection of Airborne Low-frequency Sound from
Atomic Explosions, was conducted by Headquarters, Air Force, with
assistance from the Signal Corps Engineering Laboratories and the
National Bureau of Standards. The objective was to determine the
accuracy of long-range acoustic detection methods. The Signal
Corps Engineering Laboratories operated stations in Alaska,
Hawaii, Kentucky, New Jersey, Texas, and Washington, while the
National Bureau of Standards operated its station in Washington,
D.C. (97).

Project 7.3, Radiochemical and Physical Analysis of Atomic
Bomb Debris, was conducted by Headquarters, 4ir Force. The
project, which involved analysis of particulate and gaseous
samples from the Shot BAKER cloud, was conducted in conjunction
with Program 13, Radiochemistry Sampling. Cloud sampling,
performed by the 4925th Test Group (Atomic) of Kirtland AFB, is
discussed in section 3.2.3, on AFSWC participation at BAKER
(57; 1086).

Project 7.4, Seismic Waves from A-Bombs Detonated over a
Desert Valley, was conducted by the Air Force 1009th Special
Weapons Squadron and the Coast and Geodetic Survey. The objec-
tive was to determine the seismic properties of the geological
structure of the test area. One unmanned station was located
onsite, almost ten kilometers north-northwest of ground zero. No
recovery operations were necessary to obtain the seismic records.
The data were probably recorded at the Control Point (105).

Project 8.2, Air Temperatures in the Vicinity of a Nuclear
Detonation, was conducted by the Naval Radiological Defense Labo-
ratory to determine the air temperature at various elevations and
distances from ground zero. Before the shot, participants
installed thermocouples at ground level and on steel towers of
various heights. The towers were located at ground zero and at
distances up to 1,260 meters from ground zero. At 1730 hours on
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the day before the detonation, two participants checked thermo-
couples used to measure temperatures in the shot area. At

2130 hours on the night before the shot, six personnel spent abut
two hours making final adjustments to the thermal instruments (28).

When the shot area was opened for recovery operations, two
crews, each consisting of three project personnel and a monitor,
traveled to the instrument shelters to inspect and repair damage.
They spent approximately six hours in this activity. Their for-
ward limit was either 1,830 meters from ground zero or the
0.1 R/h line. At 0900 hours the next day, four personnel,
accompanied by a Project 9.1 photographer, finished recovering
the thermal detectors up to the 0.1 R/h line. They stayed in the
area about four hours (28; 95).

Project 8.3, Thermal Radiation from a Nuclear Detonation,
was conducted by Project 8.2 and 8.3 personnel from the Naval
Radiological Defense Laboratory. The objective was to measure
the total thermal radiation and the intensity-time relationship
of the radiation as a function of distance from ground 2zero.
Before the shot, participants placed several types of instruments
in five tower stations located at various intervals up to 1,370
meters from ground zero. These instruments included calorimeters
and radiometers. Other personnel at Kirtland AFB installed three
disk calorimeters in the B-50 drop aircraft. At 1730 hours on
the day before the detonation, two personnel entered the shot
area to check the instruments. At 2130 hours that evening, six
participants proceeded into the area in a weapons carrier to
adjust instruments at two of the stations. These personnel left
the area within two hours (29).

After the declaration of recovery hour, two teams, each of
three project personnel and a monitor, drove by truck into the
test area and spent a maximum of six hours retrieving instruments
up to the 0.1 R/h line. An AFSWP representative accompanied
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three Lookout Mountain Laboratory photographers into the shot
area to photograph recovery operations., At 0800 hours on the day
after the shot, the Lookout Mountain Laboratory personnel
reentered the shot area to take more photographs. At about

0900 on the same day, four project personnel and a photographer
recovered instruments remaining in the shot area up to the

0.1 R/h line. Project .2 and 8.3 personnel at Kirtland AFB

removed the calorimeters from the B-50 drop aircraft (29; 95).

Project 8.4, Atmospheric Transmission and Weather Measure-
ments, was conducted by the Naval Material Laboratory. The
project was designed to provide data on meteorological conditions
for use in thermal radiation projects and to supplement informa-
tion supplied by Project 9.2, Air Weather Service Participation.
On the morning of shot-day, project personnel measured barometric
pressure, temperature, humidity, and rainfall several times.

They worked from a station at the BJY, where they received
transmissions from two self-operating stations five kilometers
northwest of the BJY. They returned to the Control Point before
the shot., At the declaration of recovery hour, three project
personnel went to the receiver station and spent about one hour
collecting data (53; 95).

Project 8.6, Sound Velocity Changes near the Ground in the
Vicinity of an Atomic Explosion, was conducted by 18 Naval Elec-
tronics Laboratory personnel. The objective was to determine the
velocity of sound at heights of 1.5, 10, and 54 feet above the
ground at various distances from ground zero, in the interval
between detonation and blast wave arrival. Participants
installed instruments for detecting changes in the velocity of
sound at ground zero and at stations 150, 310, 460, and 610
meters from ground zero. Figure 3-4 shows participants
installing the instruments. Six hours before shot-time, four
participants entered the shot area to make a final check of the
equipment, leaving the area about one hour later. After the
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announcement of recovery hour, project personnel retrieved
equipment 3,660 meters south of ground zerc, a process that took
about two hours. They recovered the remaining instruments on the
following day (91; 95).

Project 9.1, Technical and Training Photography, was
conducted by personnel from the following agencies (57; 95):

Air Force Lookout Mountain Laboratory

Army Pictorial Service Division

Naval Medical Research Institute

Signal Corps Engineering Laboratories

SAC 5th Reconnaissance Technical Squadron
SAC 28th Reconnaissance Technical Squadron
Wright Air Development Center

4925th Test Group (Atomic).

Project personnel from Lookout Mountain Laboratory
photographed the detonation from five stations: two near the
Control Point and three about 15 kilometers from ground zero near
the Yucca Lake landing strip. Lookout Mountain Laboratory
personnel also photographed Shot BAKER from a C-47 aircraft. The
aircraft, which ieft Indian Springs AFB at about 0830 hours, was
at an altitude of 10,000 feet approximately 11 kilometers south
of ground zero at shot-time. Participants photographed the
detonation and the resulting cloud formation until 0939 hours,
when they began the return to Indian Springs AFB. They landed at
about 0955 hours (57; 95).

Project 9.1 personnel also took still photographs and motion
pictures of various Military Effects Test Group projects,
including Projects 1.3, 3.3, 8.2, and 8.3. For one unspecified
project at Shot BAKER, five Lookout Mountain Laboratory photog-
raphers and a monitor began photographing a blast line at
recovery hour, a procedure that took about one hour (95).
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For Project 9.2, Air Weather Service Participation, Air
Force personnel compiled data from various weather stations at
the NPG and offsite, prepared weather maps, and briefed NPG
officials on current and predicted weather conditions.
Participants were from the 6th Weather Squadron (Mobile) of the
2059th Air Weather Wing, Tinker AFB, Oklahoma. These personnel
were deployed as follows (78):

® Eight forecasters, 13 weather observers, and two
equipment operators at the Control Point Weather
Station near Yucca Pass

® Twelve airmen from the Rawinsonde Weather
Observation Section at the Control Point and 11
airmen at a station in Tonopah, Nevada

® Three airmen from the Pibal Weather Observation
Section at Beatty, Caliente, Crystal Springs,
Currant, and Warm Springs, Nevada, and St. George,

Utah.

Before SHOT BAKER, participants installed wind and humidity
measuring instruments at two stations along the blast line 920
and 1,830 meters from ground zero. Two men began checking
instruments at these stations at about 2130 hours on the night
before the shot and checked the instruments hourly from eight to

three hours before the detonation.

About three hours after recovery hour, two participants
began retrieving records from the two stations, a procedure that
took two hours. At 0900 hours on the day after the shot, two
personnel and a radiological monitor reentered the shot area and
recovered instruments along the blast line, an activity that took

approximately two hours (78; 95).

Project 9.4, Effects of Atomic Explosions on the Ionosphere,
was conducted by the Signal Corps Engineering Laboratories, with
assistance from personnel of the 9471ist Technical Service Unit.
The objective was to obtain data on the effects of a nuclear
detonation on the ionosphere and on subsequent ionospheric

radiowave propagation.
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Project personnel worked at transmitter and receiver sta-
tions. The only onsite station was a transmitter located 910
meters north of the Control Point. Two other transmitters were
at Mather AFB, Sacramento, California. The radio receiver
stations were at Navaho Ordnance Depot, Flagstaff, Arizona; White
Sands Proving Ground, New Mexico; and Fort Sill, Oklahoma.

In the days before the shot, project personnel rehearsed
procedures for operating the transmitters and receivers. On
shot-day, they operated instruments from one hour before to one
hour after the detonation. Information collected at the project
stations was sent for analysis to the Signal Corps Engineering
Laboratories (49).

Project 9.5, Electromagnetic Radiation over the Radio Spec-
trum from Nuclear Detonations, was conducted by the Signal Corps
Engineering Laboratories, with assistance from the 9467th
Technical Service Unit, Electronic Warfare Center. The objective
was to determine the wave shape and the amplitude of radio
frequency energy emanating from a nuclear detonation. During the
shot, personnel operated two stations 16 to 24 kilometers from
ground zero. In addition, participants mannedi one station at
White Sands Proving Grounds, New Mexico, and another at the Evans
Sig=nal Laboratory in Belmar, New Jersey (31).

3.2.2 Weapons Development Test Group Activities

During Shot BAKER, the Weapons Development Test Group
conducted experiments that involved a few DOD participants.
These individuals were assigned either to LASL or to the Weapons
Development Test Group to assist in the projects.

Project 10.1, Measurement of Alpha, was conducted by the

Naval Research Laboratory. At the announcement of recovery hour,
four participants, accompanied by a radiological safety monitor,
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entered the target area and recovered film from a station about
460 meters from ground zero. Their estimated working time was
one hour. An hour later, a party of five and a monitor entered
the same station to work on instruments for the remainder of the
day (80; 95).

Project 11.1, Measurement of Transit Time, was conducted by
the Naval Research Laboratory. Project participants were not

required to conduct recovery operations (80).

Project 12.1, Technical Photography, was conducted by
personnel from EG&G, with assistance from Navy personnel. They
provided technical photography support, including dust studies,
preshock turbulence studies, light absorption and mirage studies,
fireball growth measurement, thermal effects studies, and other

coverage required by the Weapons Development Test Group.

Two days before the shot, project personnel prepared the
film at the Control Point Building. The afternoon before Shot
BAKER, project personnel loaded film into remote-controlled
cameras located at various stations in the ground zero area.
After the detonation, EG&G personnel recovered the exposed film
and processed some of it in the mobile unit set up in the Control
Point area. The remaining film was flown to laboratories of
Consolidated Film Industries in Hollywood, California, and in the

city of Fort Lee, New Jersey, for processing (64).

Project 12.1c, Bhangmeter Mod 1I, was conducted by EG&G to
evaluate and test a new bhangmeter. Project personnel installed
these instruments for measuring the yield of a detonation at the
Control Point and in the drop aircraft. Bhangmeter readings
recorded at shot-time were analyzed after the shot (63).

Project 12.2a-d, High-speed Photography, was conducted by
LASL and EG&G. The objectives were to study early fireball
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growth and to correlate shock arrival time with the appearance of
the fireball. Project personnel mounted special cameras in a
trailer at the BJY about four kilometers from ground zero and

retrieved the film for analysis after the detonation (59).

Program 13, Radiochemistry Sampling, involved cloud-sampling
missions conducted by personnel from the 4925th Test Group
(Atomic) (57). The sampling missions are discussed in section
3.2.3, which describes AFSWC activities at BAKER.

Project 15.2, Gamma Radiation Exposure as a Function of
Distance, was conducted by personnel from LASL. The objective
was to measure gamma radiation exposure at various distances from
the detonation. Project personnel placed gamma-detecting
instruments in the ground at distances of 540 to 2,810 meters
from ground zero. At recovery hour, four men accompanied by two
monitors entered the shot area to recover the instruments (109).

Project 18.1, Total Thermal Radiation and Atmospheric
Transmission, was conducted by the Naval Research Laboratory to
study the transmission of light and thermal radiation emitted by
nuclear detonations of various yields. To measure the trans-
mission of light, personnel placed one photoelectric brightness
meter at the Control Point and another in Area 2 of the NPG. In
addition, they installed a transmissometer near the BJY and a
receiver at the Control Point. To obtain data on thermal
radiation emissions, personnel also installed four thermopile
recorder systems. Instruments were operated manually from the
Control Point during the shot. Personnel shut down equipment
after the detonation to analyze recorded data (84).

Project 18.3, Color Temperatures, was conducted by the Naval
Research Laboratory to measure the spectral characteristics of a

nuclear fireball as a function of time. Measurements were taken
with a high-speed spectrograph (61).
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Project 18.4, High-resolution Spectroscopy, was conducted by
the Naval Research Laboratory to supplement information obtained
from spectroscopy measurements taken during previous nuclear

Ad .

! weapons testing series, such as Operations GREENHOUSE and
g BUSTER-JANGLE. Project personnel installed a spectrograph at the
Control Point, 17 kilometers from ground zero (24).

Project 19.1a, Air Shock Pressure--Time versus Distance, was

oy
..MA_.‘- I

conducted by the Sandia Corporation. Representatives of LASL,
5 AFSWP, the Stanford Research Institute, the Naval Ordnance

5f Laboratory, and the Ballistic Research Laboratories helped to
t‘ plan this project. The objective was to obtain pressure . |
measurements to use in determining the relationship between air
shock pressure and height of burst. Personnel installed pressure
gauges along the ground between 230 and 3,500 meters from ground

zero. They also placed gauges on towers of various heights
located 430 to 1,370 meters from ground zero. At the instant of
burst, information from the gauges was telemetered to a recording
station where it was monitored by project personnel (93).

Projects 19.1c and 19.1d, Shock-gauge Evaluations Tests,
were conducted by Sandia Laboratory. Personnel from LASL and
contractors assisted in calibrating and installing instruments.

The project was intended to develop and test new instruments for
measuring dynamic and static pressures, wind directions, sound
and wind speeds, and temperature rises resulting from a shock
wave. Project personnel installed instruments at two stations,

located 875 meters and 1,790 meters from ground zero. Cables
connected the instruments to equipment that recorded the
information (47).

- Project 19.1e, Air Shock Pressures as Affected by Hills and
Dales, was conducted by personnel from Sandia Corporation and
AEC contractors. The objective was to collect more information
about the influence of hills and valleys on the shock waves from
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’ airbursts and to study the shielding effects of hills., Project
personnel installed gauges to record air shock pressure in a line
running up the front slope and down the back slope of a hill at

! six locations ranging from 4,940 to 5,840 meters from ground

zero. Cables connected the gauges to recording equipment in a
nearby mobile van. Sometime after the detonation, project
participants recovered the records from the van (92).

Projects 19.2a and 19.2b, Blast-wave Material Velocity
Measurements, were conducted by LASL. An officer and six men
from the Antiaircraft Artillery and Guided Missile Center, Fort
‘ Bliss, Texas, installed and maintained the 90-millimeter battery.
The objective was to photograph peak overpressure phenomena
N associated with a nuclear burst. Smoke canisters were fired into
i the air from mortars and guns immediately before the burst so

that air disturbances would be visible and could be photographed.

Before the shot, project personnel entered the shot area to
emplace the mortar units, set up two 90-millimeter gun stations
5,190 meters southwest of ground zero, and load the smoke
canisters into the mortars and guns. Other personnel entered the
shot area to load the cameras with film. An electronic timing
device triggered the mortars and guns seconds before the shot.
After the detonation, personnel reentered the area to retrieve
film and to reload the guns and mortars for Shot CHARLIE (99).

Project 19.2c, Beta-densitometer Feasibility Test, was

conducted by personnel from LASL, assisted by Army personnel.

The objective was to test two types of densitometers and to
measure air density as a function of time after a shock wave,
The densitometers, connected to recording equipment, were '
installed in the ground near the BAKER target area. They were —
set to start functioning upon receipt of an electronic timing L
signal. After the burst, project personnel entered the area to

recover instruments and records (99).
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Project 19,.,2d, Interferometer-gauge Pressure-time Measure-

ment, was conducted by LASL (99).

Project 19.2f, Measurement of Preshock Sound Velocity, was

conducted by LASL with Air Force participation. The objective

‘'was to measure the velocity of sound in the air near the ground

before the shock wave from the detonation arrived. Personnel
installed oscillators and recording equipment at several stations
near ground zero. After the detonation, personnel recovered the

records from the instrument stations (99).

3.2.3 Air Force Special Weapons Center Activities

The Air Force Special Weapons Center provided personnel to
staff the Air Operations Center, located at the Control Point.
Besides airdropping the BAKER device, AFSWC conducted cloud
sampling and sample courier missions for the test groups and
cloud tracking and aerial radiological surveys of the terrain for
the Test Manager. In addition to the AFSWC personnel, Strategic
Air Command personnel witnessed the detonation. Although the SAC
observers were not part of AFSWC, they were under the operational
control of AFSWC while over the NPG, and are therefore discussed

in this section (3-5; 57; 100).

The following listing indicates the types and numbers of
aircraft and the estimated numbers of personnel involved in air
missions at Shot BAKER (57; 58):
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ESTIMATED

- TYPE OF NUMBER OF NUMBER OF

!j TITLE AIRCRAFT AIRCRAFT PERSONNEL
Airdrop Mission B-50 1 12
Disaster Mission C-47 1 17

! Sampling

- Sampler Control B-29 1 9
- Sampler T-33 4 8
LF Sample Courier Service B-25 2 10
. C-45 1 4
L | C-47 1 4
o Cloud Tracking B-25 1 5
S B-29 1 10
s Aerial Surveys of Terrain Cc-47 2 10
L) L-20 2 4
Observer Activities B-50 14 170

e a4 v -
v, . .
P

Airdrop and Disaster Missions

_ The B-~50 drop aircraft left Kirtland AFB, New Mexico, at
Af 0500 hours, which was four hours and 30 minutes before shot-time. E‘
ﬁ! The aircraft climbed to an altitude of 22,600 feet and entered a 51
clockwise orbit over Yucca Flat at 0735 hours. Just before 0930 fq
hours, the B-50, which was then flying on a straight and level é
8 course, released the BAKER device. The bomb was off-target by 50 -1
! meters. The aircraft left the shot area at 0935 hours, returning '1

to Kirtland AFB at 1133 hours. The crew for this mission, from
the 4925th Test Group (Atomic), had also dropped the ABLE device. '

The C-47 disaster aircraft, with a crew from the 4901st ~:
Support Wing (Atomic), left Kirtland AFB at about 0400 hours and .
orbited over Las Vegas while the B-50 completed its bomb drop
mission. At 0935 hours, the aircraft began its return to ;
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Kirtland AFB, arriving there at about 1230 hours (3; 4; 57;
58; 76).

Cloud Sampling

One B-29 and four T-33s collected particulate and gaseous -
samples of the Shot BAKER cloud for Project 7.3, Radiochemical 'é
and Physical Analysis of Atomic Bomb Debris, and for Program 13, ;t
Radiochemistry Sampling. An additional B-29 was scheduled for
cloud sampling but aborted its mission because of a fuel leak. 1
The B-29 sampler control aircraft conducted the sampling in place

of the other B-29, The control aircraft, with an AFSWC aircrew
and a LASL scientific advisor onboard, directed the operations of
the other sampler aircraft. The control aircraft and two
samplers (tail numbers 920 and 048) each penetrated the cloud
four times. Each of the other two samplers made three
penetrations of the cloud. The aircraft flew at altitudes of
11,500 to 15,000 feet. The following listing details the
activities of each sampler aircraft (3; 4; 57; 58; 76):

TOTAL

DOSIMETER
AIRCRAFT TYPE AND TAKEOFF READINGS LANDING
TAIL NUMBER TIME (roentgens) TIME
Sampler Control B-29 0935 0.146 1300

(386)

T-33 (920) 1100 0.030 1145
T-33 (951) 1125 0.060 1230
T-33 (048) 1105 0.045 1150
T-33 (913) 1101 0.148 1200

Upon completion of their missions, the samplers returned to
Indian Springs AFB and parked in the northeast corner of the
parking area. Pilots then shut down the engines. The crew of

77




the B-29 left the aircraft through the rear door between the
stabilizer and the wing. The crews of the T-33s opened their
canopies and disembarked by stepping onto a boarding ladder
attached to the side of the aircraft. The sample-removing team
and radiological safety monitors used long-handled tools to take
samples from the aircraft and place them in shielded containers.
They also removed the bottles containing the gaseous samples.
They then loaded the sample containers onto courier aircraft for

delivery to laboratories for analysis (3; 4; 57; 58; 76).

Courier Missions

After the sampling missions had been completed, four air-
craft of the 4901st Support Wing (Atomic) transported the cloud
samples to various airbases for laboratory analysis. At 1230
hours, a B-25 flew from Indian Springs AFB to McClellan AFB with
Project 7.3 samples. A C-47 flew from Indian Springs AFB to LASL
at 1330 hours with Program 13 samples. Also at 1330 hours, a
C-45 left Yucca Lake airstrip on a courier mission to LASL. At
1430 hours, a B-25 with Project 1.9 samples flew from Yucca Lake
airstrip to the Army Chemical Center (3; 4; 57; 58; 76).

Cloud Tracking

Immediately after the detonation, one B-25 and one B-29 from
Indian Springs AFB flew cloud-tracking missions over and beyond
the NPG. The B-25 (tail number 099) took off at 0948 hours,
tracked the cloud at heights ranging from 6,000 to 12,000 feet,
and landed at 1518 hours. The B-29 (tail number 826) took off at
0945 hours, tracked the cloud at heights of 12,000 to 17,000
feet, and landed at 1430 hours (3; 4; 57; 58; 76).

Aerial Surveys of Terrain

After the detonation, two C-47 and one L-20 aircraft, all
based at Indian Springs AFB, conducted radiological surveys of
the terrain onsite and offsite. The following listing provides
information on their activities (3; 4; 57; 76):
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AIRCRAFT TYPE AND DEPARTURE HEIGHT LANDING

TAIL NUMBER TIME (feet above TIME P
terrain) '1
-
o
C-47 (308) 1210 400-7, 000 1740 _’i
C-47 (386) 1215 10,000 1715 R
L-20 (464) 1430 250-1, 000 1800 " 1
1
Observer Activities e
At Shot BAKER, 14 B-50 aircraft from the Strategic Air i

Command participated in an orientation and indoctrination exer- .
cise in nuclear weapons effects. On shot-day, 12 of the aircraft o
with SAC observers left Barksdale AFB, Louisiana, and arrived ;.‘
over the NPG at 0829 hours. The other two B-50s took off from v 4

Travis AFB and arrived at the NPG at 0835 hours. The aircraft

remained in a holding pattern through shot-time, so that
observers could witness the detonation and subsequent cloud
development. At 0935 hours, all aircraft left the test area for
their bases (3-5; 11; 57; 76; 100).

3.3 RADIATION PROTECTION AT SHOT BAKER

The primary purpose of the radiation protection procedures
developed by the test groups and AFSWC for Shot BAKER was to keep
individual exposures to ionizing radiation to a minimum, while
still allowing participants to accomplish their missions.

Logistics and Materiel

From 15 April to 22 April 1952, which covers the 15 April
detonation of Shot BAKER, the Logistics and Materiel Department
of the AFSWP Radiological Safety G.oup issued 247 film badges to
AEC and DOD participants in 17 programs and 66 projects. The

79




department also issued 392 sets of protective clothing and 90
radiological survey instruments (65).

Monitoring

Beginning with BAKER, eight radial lines of numbered wooden
stakes were placed at 90-meter intervals in the target area.
These radial lines were centered on ground zero and were
generally oriented toward the eight principal points of the
compass. The ground survey teams measured radiation intensities
at these locations. The initial ground survey teams reported
data from about 30 to 75 minutes after the detonation. Toward
the end of the survey, the team reported a maximum radiation
intensity of 1.2 R/h at ground zero (65).

Offsite ground monitoring teams and personnel who were to
operate fixed sampling stations left for their assigned locations
the day before the shot. The highest radiation intensity
detected by these offsite monitors was 0.006 to 0.007 R/h on
Nevada Route 52, approximately 25 kilometers south of Indian

Springs, seven hours and 30 minutes after the detonation (65).
Two C-47 and one L-20 aircraft conducted offsite aerial
surveys of the terrain. None of the aircraft encountered

significant radiation intensities (65).

Plotting and Briefing

The ground radiation monitoring teams provided survey data
for the radiation isointensity plots. Plotting and Briefing
personnel used these data to make the initial isointensity plot,
a copy of which is shown in figure 3-5. Resurveys were conducted
three hours later on shot-day and on 16, 17, and 18 April.

Copies of the isointensity maps generated from these resurveys
are shown in figure 3-6 (65). The labels of the maps in the
source document do not always reflect the range of survey times
given in the tables of intensity readings that accompany the
maps.
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Figure 3-5: INITIAL RADIATION ISO\NTENS\TY MA
16 APRIL 1962, 1011 TO 1040 HOURS
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Figure 3-6: SUBSEQUENT RADIATION ISOINTENSITY MAPS FOR SHOT BAKER
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}1 Dosimetry Data

- The AFSWP Radiological Safety Report indicates that the

*‘ highest accumulated exposure for any AFSWP participant who was .

1 . . o

" issued & film badge during the period 15 to 21 April 1952 was -

y‘ 0.14 roentgens, well below the established limit (65). '
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SHOT CHARLIE SYNOPSIS

AEC TEST SERIES: TUMBLER-SNAPPER

DOD EXERCISE: Exercise Desert Rock 1V
DATE/TIME: 22 April 1952, 0930 hours
YIELD: 31 kilotons

HEIGHT OF BURST: 3,447 feet (airdrop)

DOD Objectives: 1) To indoctrinate troops in the effects of a
nuclear detonation on military equipment
2) To determine the psychological reactions
- of troops observing a detonation

3) To train troops in the tactical use of -

: nuclear weapons and in radiological _4
! protection measures, >
Weather: At shot-time, the surface winds were six knots ]

from the southwest. Winds were five knots -
from the west-northwest at 10,000 feet, 15 O
knots from the north-northwest at 20,000 feet,
29 knots from the northwest at 30,000 feet,

and 22 knots from the west at 40,000 feet.

The temperature was 19°C, the relative o
humidity was 30 perc=nt, and the pressure was "
873 millibars. o

Radiation Data: About one hour after the shot, radiation 'j
intensities of 0.01 R/h were found at a radius .
of about one kilometer from ground zero.

Participants: Exercise Desert Rock IV participants; Armed k
Forces Special Weapons Project; Air Force )
Special Weapons Center; Los Alamos Scientific —

Laboratory; Atomic Energy Commission;
contractors.
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CHAPTER 4

SHOT CHARLIE

Shot CHARLIE, an airdropped nuclear device, detonated with a
vield of 31 kilotons at 0930 hours on 22 April 1952. CHARLIE,
the third nuclear test of Operation TUMBLER-SNAPPER, was
developed by the Los Alamos Scientific Laboratory. The nuclear
device was dropped from an AFSWC B-50 aircraft flying over Area 7
of Yucca Flat, UTM coordinates 871045, at an altitude of 32,640
feet. Shot CHARLIE had the same ground zero as Shot BAKER, shown
in figure 3-1. The cloud formed by the detonation reached from
31,000 to 42,000 feet, where the winds were from the west-
northwest at 15 to 30 knots. The cloud drifted southeast into

Arizona (3; 4; 39; 52; 57; 62).

CHARLIE was a weapons development and effects test. Thus,
it was part of both the TUMBLER and SNAPPER phases of the opera-
tion. One of the objectives was to compare blast overpressure
data from Shots CHARLIE, DOG, and EASY of Operation BUSTER-JANGLE
with data from a blast detonated over the same terrain but at a
different height of burst and with a larger yield. The over-
pressure data were also compared with the results of Shots ABLE
and BAKER of Operation TUMBLER-SNAPPER (3; 4; 98; 105).

Shot CHARLIE was the first nuclear event of Operation
TUMBLER-SNAPPER opened on a limited scale to the news media.
Through a program called Operation SCRIBE, representatives of the
press participated in preshot activities, including tours of
Indian Springs AFB, Camp Mercury, Camp Desert Rock, and the AEC
Control Point at Yucca Pass. They witnessed the detonation from
News Nob, a rocky hill located near the Control Point and more
than 15 kilometers south of ground zero (3; 16). Figure 4-1
shows some of the news media preparing to photograph the
detonation from News Nob (4).
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4,1 EXERCISE DESERT ROCK IV OPERATIONS AT SHOT CHARLIE

At Shot CHARLIE, approximately 2,210 exercise troops and
observers participated in Exercise Desert Rock IV programs. An
additional 1,500 Camp Desert Rock troops provided radiological
safety, transportation, communications, and control functions for
the exercises in the forward areas. A total of 535 Army and Air
Force personnel took part in the troop observer program. The
tactical troop maneuvers engaged about 1,675 Army and Air Force
personnel, the largest number of participants in any Exercise
Desert Rock activity at Operation TUMBLER-SNAPPER (37; 50).

Table 4-1 summarizes information on the Desert Rock IV programs

at Shot CHARLIE,

Table 4-1: EXERCISE DESERT ROCK IV ACTIVITIES AT

SHOT CHARLIE
Estimated
Program Participating Service DOD
Personnel
Observers Army 300
Air Force 235
Tactical Troop Maneuver Army 1,300
Air Force 375

4.1.1 Participation of Camp Desert Rock Support Troops

Camp Desert Rock troops provided logistical, operational,
and administrative support to the exercise troops. In performing
these duties, the support troops sometimes entered the forward

area.
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Two special staff sections of Exercise Desert Rock IV
particularly involved in shot-day operations were the Radio-
ﬁ logical Safety Group and the Instructor Group. The Desert Rock
N Radiological Safety Group surveyed radiological conditions in the
Desert Rock maneuver area after the CHARLIE detonation. AFSWP
monitors supervised the Desert Rock group in this survey. In
addition, a Desert Rock radiological safety team accompanied each

platoon into the forward area. The Instructor Group consisted of

five officers, an operations sergeant, one stenographer, and a
classroom assistant. Instructors led the maneuver units through k}
the display area to view the damage caused by the detonation and f;
noted differences between the predicted and actual effects of the .
burst (75). '

Several other Desert Rock support elements engaged in
activities at CHARLIE. Before the shot, personnel from the 369th

Engineer Amphibjious Support Regiment spent several days in the
equipment display area placing military vehicles and ordnance at
various distances from ground zero. Exercise troops inspected

these displays as part of their orientation before and after the 2
detonation (75). o
>

The 23rd and 31st Transportation Truck Companies transported 51
military personnel to and from the forward area during-rehearsals -

and on shot-day. At shot-time, these vehicles were parked south ‘j}
of the trench area, shown in figure 4-2 (69; 75).

e
P T L )

The Camp Desert Rock Signal Detachment, composed of
personnel from the 314th Signal Construction Battalion and the
504th Signal Base Maintenance Company, established wire and radio
communications within the forward area, as well as at Camp Desert
Rock. It was planned that, after the shot, signal personnel
would operate the two mobile public address systems in the
display area to assist the Instructor Group in its presentations.
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